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The NASA STI Program Office . . . in Profile

Since its founding, NASA has been dedicated
to the advancement of aeronautics and space
science. The NASA Scientific and Technical
Information (STI) Program Office plays a key
part in helping NASA maintain this important
role.

The NASA STI Program Office is operated by
Langley Research Centéhne lead center for
NASA’s scientific and technical information.
The NASA STI Program Gite provides access
to the NASA STI Database, thedast collection
of aeronautical and space science STl in the
world. The Program Office is also NASAs
institutional mechanism for disseminating the

results of its research and development activities.

These results are published by NASA in the
NASA STI Report Series, which includes the
following report types:

e TECHNICAL PUBLICATION. Reports of
completed research or a major significant
phase of research that present the results of
NASA programs and include extensive data or
theoretical analysis. Includes compilations of
significant scientific and technical data and
information deemed to be of continuing
reference value. NASA's counterpart of peer-
reviewed formal professional papers but has
less stringent limitations on manuscript length
and extent of graphic presentations.

e TECHNICAL MEMORANDUM. Scientific
and technical findings that are preliminary or
of specialized interest, e.g., quick release
reports, working papers, and bibliographies
that contain minimal annotation. Does not
contain extensive analysis.

» CONTRACTOR REPOR. Scientific and
technical findings by NASA-sponsored
contractors and grantees.

* CONFERENCE PUBLICATION. Collected
papers from scientific and technical
conferences, symposia, seminars, or other
meetings sponsored or cosponsored by NASA.

e SPECIAL PUBLICATION. Scientific,
technical, or historical information from
NASA programs, projects, and missions,
often concerned with subjects having
substantial public interest.

e TECHNICAL TRANSLATION.
English-language translations of foreign
scientific and technical material pertinent to
NASA's mission.

Specialized services that complement the STI
Program Office’s diverse offerings include
creating custom thesauri, building customized
databases, ganizing and publishing research
results . . . even providing videos.

For more information about the NASA STI
Program Office, see the following:

* Access the NASA STI Program Home Page at
http://www.sti.nasa.gov

» E-mail your question via the Internet to
help@sti.nasa.gov

e Fax your question to the NASA Access Help
Desk at (301) 621-0134

* Telephone the NASA Access Help Desk at
(301) 621-0390

e Write to:
NASA Access Help Desk
NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934



Introduction

Thisissue ofAemonautical Engineering, A Continuing Bibliography wittdexegNASA SP-7037)
lists reports, articles, and other documents recently announced in the NASA STI Database.

Thecoverage includes documents on the engineering and theoretical a$plesigin, construction,
evaluation, testing, operation, and performance of aircraft (including aircraft engines) and associ-
atedcomponents, equipment, and systems. It also includes research and development in aerodynam
ics, aeronautics, and ground support equipment for aeronautical vehicles.

Each entry in the publication consists of a standard bibliographic citation accompanied, in most
cases, by an abstract.

The NASA CASI price code tableddresses of ganizations, and document availability informa
tion are included before the abstract section.

Two indexes—subject and author are included after the abstract section.



SCAN Goes Electronic!

If you have electronic mail or if you can access the Internet, you can view biweekly isS@GSNf
from your desktop absolutely free!

Electronic SCANakes advantage of computer technology to inform you of the latest worldwide,
aerospace-related, scientific and technical information that has been published.

No more waiting while the paper copy is printed and mailed to you.cdn viewElectronic SCAN
thesame day it is released—up to 18pics to browse at your leisure. When you locate a publication
of interest, you can print the announcemenu ¥an also go back tbeElectronic SCANhome page
and follow the ordering instructions to quickly receive the full document.

Startyour access t&lectronic SCANoday Over 1,000 announcements of neports, books, cen
ference proceedings, journal articles...and more—available to your computer every two weeks.

. l)’ For Internet access B-SCAN useany of the
Time ‘ple following addresses:
Fl@xl lete . -
COmp http://www.sti.nasa.gov

FREE ! ftp.sti.nasa.gov

gopher.sti.nasa.gov

To receive a free subscription, send e-mail for complete information about the service first. Enter
scan@sti.nasa.gown the address line. Leave the subject and message areas blank and send. You
will receive a reply in minutes.

Then simply determine the SCAN topics you wish to receive and send a second e-mail to
listserve@sti.nasa.gawLeave the subject line blank aadter a subscribe command in the message
area formatted as follows:

Subscribe <desired list> <Your name>

For additional information, e-mail a messagaeétp@sti.nasa.goyv
Phone: (301) 621-0390

Fax: (301) 621-0134

Write:  NASA Access Help Desk
NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934

Looking just for Aerospace Medicine and Biologgports?

Although hard copy distribution has been discontinued,

you can still receive these vital announcements through /Vehl

your E-SCANsubscription. Justubscribe SCAN-AEROMED ]F’e ar

in the message area of your e-mallistserve@sti.nasa.gav lll‘e./
SCap g 2o



Table of Contents

Recordsare arranged in categories 1 through 19, the first nine comingf®meronautics division
of STAR,followed by the remaining division titles. Selecting a category will link you to the collection
of records cited in this issue pertaining to that category.

01 Aeronautics 1

02 Aerodynamics 2

Includes aerodynamics of bodies, combinations, wings, rotors, and control surfaces; and
internal flow in ducts and turbomachinery.

03 Air Transportation and Safety 3
Includes passenger and cargo air transport operations; and aircraft accidents.

04  Aircraft Communications and Navigation 4

Includesdigital and voice communication with aircraft; air navigation systems (satellite and
ground based); and air traffic control.

05 Aircraft Design, T esting and Performance 6
Includes aircraft simulation technology.

06  Aircraft Instrumentation N.A.
Includes cockpit and cabin display devices; and flight instruments.

07  Aircraft Propulsion and Power 9

Includes prime propulsion systems and systems components, e.g., gas turbine engines and
compressors; and onboard auxiliary power plants for aircraft.

08 Aircraft Stability and Control 10
Includes aircraft handling qualities; piloting; flight controls; and autopilots.

09 Research and Support Facilities (Air) 13

Includesairports, hangarand runways; aircraft repair and overhaul facilities; wind tunnels;
shock tubes; and aircraft engine test stands.

10 Astronautics 14

Includes astronautics (general); astrodynamics; ground support systems and facilities
(space); launch vehicles and space vehicles; space transportation; space communications,
spacecraft communications, command and tracking; spacecraft design, testing and perfor-
mance; spacecraft instrumentation; and spacecraft propulsion and power.

11  Chemistry and Materials 15
Includes chemistry and materials (general); composite materials; inorganic and physical
chemistry; metallic materials; nonmetallic materials; propellants and fuels; and materials
processing.



12  Engineering 16
Includesengineering (general); communications and radar; electronics and electrieal engi
neering; fluid mechanics and heat transfer; instrumentation and photography; lasers and
masersmechanical engineering; quality assurance and reliability; and structural mechanics.

13 Geosciences 19
Includesgeosciences (general); earth resources and remote sensigy;oduction and
conversion; environment pollution; geophysics; meteorology and climatology; and ocean-
ography.

14  Life Sciences 20
Includes life sciences (general); aerospace medicine; behavioral sciences; man/system
technology and life support; and space biology.

15 Mathematical and Computer Sciences 21
Includesmathematical and computer sciences (general); computer operations and hardware;
computer programming and software; computer systems; cybernetics; numerical analysis;
statistics and probability; systems analysis; and theoretical mathematics.

16  Physics 23
Includes physics (general); acoustics; atomic and molecular physics; nuclear and high-
energy; optics; plasma physics; solid-state physics; and thermodynamics and statistical
physics.

17  Social Sciences 24
Includes social sciences (general); administration and management; documentation and
informationscience; economics and cost analysis; [alitical science, and space policy;
and urban technology and transportation.

18 Space Sciences N.A.
Includesspace sciencdgeneral); astronomy; astrophysics; lunar and planetary exploration;
solar physics; and space radiation.

19 General 25

Indexes

Two indexes are availableoM may use the find command under the towsiu while viewing the
PDF file for direct matcisearching on any text stringolY may also view the indexes provided, for
searching oiNASA Thesaurusubject terms and author names.

Subject Term Index ST-1
Author Index PA-1
Selecting an index above will link you to that comprehensive listing.



Document Availability

SelectAvailability Info for important information about NASA Scientific andchnical Infor
mation (STI) Program Office products and services, including registration with the NASA Center
for AeroSpace Informatio(CASI) for access to the NASA CASI TRSe¢hnical Report Server),

and availability and pricing information for cited documents.
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Document Availability Information

The mission of the NASA Scientifiand echnical (STI) Program @¢e is to quickly efficiently,
andcost-efectively provide the NASA community with desktop access to STI produced by NASA
and the world’s aerospace industry and academia. In addition, we will provide the aerospace
industry, academia, and the taxpayer access to the intellectual scientific and technical output and
achievements of NASA.

Eligibility and Registration for NASA STI Products and Services

The NASA STI Program dérs a wide variety of products and services to achieve its missomn. Y
affiliation with NASA determines the level and type of services provided by the NASA STI
Program.To assure that appropriate level of services are provided, NASA STI users are requested to
registeratthe NASA Center for AeroSpace Information (CASI). Please contact NASA CASI in one
of the following ways:

E-mail:  help@sti.nasa.gov

Fax: 301-621-0134
Phone:  301-621-0390
Mail: ATTN: Registration Services

NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934

Limited Reproducibility

In the database citations, a note of limited reproducibility appears if there are factors affecting the
reproducibilityof more than 20 percent of the document. These factors include faint or broken type,

color photographs, black and white photographs, foldouts, dot matrix print, or some other factor that
limits the reproducibility of the document. This notation also appears on the microfiche header.

NASA Patents and Patent Applications

Patentsaand patent applications owned by NASA are announced in the STI Database. Printed copies
of patents (which are not microfiched) are available for purchase from the U.S. Patent and
Trademark Office.

When ordering patents, the U.S. Patent Number should be used, and payment must be remitted in
advanceby money order or check payable to the Commissioner of Patentsadehiarks. Prepaid
purchase coupons for ordering are also available from the U.S. Patent and Trademark Office.



NASA patent application specifications are sold in both paper copy and microfiche by the NASA
Center for AeroSpace Information (CASI). The document ID number should be used in ordering
either paper copy or microfiche from CASI.

The patents and patent applications announced in the STI Database are owned by NASA and are
availablefor royalty-free licensing. Requests for licensing teemd further information should be
addressed to:

National Aeronautics and Space Administration

Associate General Counsel for Intellectual Property

Code GP

Washington, DC 20546-0001

Sources for Documents

One or more sources from which a document announced in the STI Database is available to the
publicis ordinarily given on the last lingf the citation. The most commonly indicated sources and
their acronyms or abbreviations are listed below, with an Addresses of Organizations list near the
backof thissection. If the publication is available from a source other than those listed, the publisher
andhis address will be displayed on the availability line or in combination with the corporate source.

Avail: NASA CASI. Sold by the NASA Center for AeroSpace Information. Prices for hard copy
(HC) andmicrofiche (MF) are indicated by a price code following the letters HC or MF in
the citation. Current values are given in lh&SA CASI Price Code dblenearthe end of
this section.

Note on Odering Documents: Whendgring publications fsim NASA CASI, use the documenhlbnber
or other eport numberlt is also advisable to cite the title and other bibliographic identification.

Avail:  SOD (or GPO). Sold by the Superintendent of Documents, U.S. Government Printing
Office, in hard copy.

Avail: BLL (formerly NLL): British Library Lending Division, Boston Spaeitierby Yorkshire,
England. Photocopies available from thiganization at the price shown. (If none is given,
inquiry should be addressed to the BLL.)

Avail: DOE Depository Libraries. Organizations in U.S. cities and abroad that maintain
collections of Department of Energy reports, usually in microfiche form, are listed in
Energy Research Abstracts. Services available from the DOE and its depositories are
described in a bookleDOE Technical Information Center—Its Functions and Services
(TID-4660), which may be obtained without clgarfrom the DOE &chnical Information
Center.

Avail: ESDU. Pricing information on specific data, computer programs, and details on ESDU
International topic categories can be obtained from ESDU International.

Avail: Fachinformationszentrum Karlsruhe. Gesellschaft fir wissenschaftlich-technische
Information mbH 76344 Eggenstein-Leopoldshafen, Germany.



Avail:

Avail:

Avail:

Avail:

Avail:

Avail:

Avail:

Avail:

HMSO. Publications of Her Majesty’Stationery (ice are sold in the U.S. lgendragon
House, Inc. (PHI), Redwood City, CA. The U.S. price (including a service and mailing
charge) is given, or a conversion table may be obtained from PHI.

Issuing Activity, or Corporate Author, or no indication of availability. Inquiries as to the
availability of these documents should be addressed to the organization shown in the
citation as the corporate author of the document.

NASA Public Document Rooms. Documentsisgicated may be examined at or purchased
from the National Aeronautics and Space Administration (JBD-4), Public Documents
Room(Room 1H23), Vashington, DC 20546-0001, or public docummams located at
NASA installations, and the NASA Pasadena Office at the Jet Propulsion Laboratory.

NTIS. Sold by the Nationaldchnical Information Service. Initially distributed microfiche
under the NTIS SRIM (Selected Research in Microfiche) are available. For information
concerning this service, consult the NTIS Subscription Section, Springfield, VA 22161.

Univ. Microfilms. Documents so indicated are dissertations selected from Dissertation
Abstractsand are sold by University Microfilms as xerographic copy (HC) and microfilm.
All requests should cite the author and the Order Number as they appear in the citation.

US Patent and fademark Ciice. Sold by Commissioner of Patents amddemarks, U.S.
Patent and Trademark Office, at the standard price of $1.50 each, postage free.

(US Sales Only). These foreign documents are available to users within the Shaites!

from the National Technical Information Service (NTIS). They are available to users
outside the United States through the International Nuclear Information Service (INIS)
representative in their country, or by applying directly to the issuing organization.

USGS. Originals of many reports from the U.S. Geological Survey, which may contain
color illustrations, or otherwise may not have the quality of illustrations preserved in the
microficheor facsimile reproduction, may be examined by the public at the libraries of the
USGSfield offices whose addresses are listed on the Addressegahi@ations page. The
librariesmay be queried concerning the availability of specific documents ambsiséle
utilization of local copying services, such as color reproduction.



Addresses of Organizations

British Library Lending Division
Boston Spa, Wetherby, Yorkshire
England

Commissioner of Patents and Trademarks
U.S. Patent and Trademark Office
Washington, DC 20231

Department of Energy
Technical Information Center
P.O. Box 62

Oak Ridge, TN 37830

European Space Agency—

Information Retrieval Service ESRIN
Via Galileo Galilei
00044 Frascati (Rome) Italy

ESDU International
27 Corsham Street
London
N1 6UA
England

Fachinformationszentrum Karlsruhe
Gesellschaft fur wissenschaftlich—technische
Information mbH

76344 Eggenstein—Leopoldshafen, Germany

Her Majestys Stationery Office
P.O. Box 569, S.E. 1
London, England

NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934

(NASA STI Lead Center)
National Aeronautics and Space Administration

Scientific and Technical Information Program Office

Langley Research Center — MS157
Hampton, VA 23681

National Technical Information Service
5285 Port Royal Road
Springfield, VA 22161

Pendragon House, Inc.
899 Broadway Avenue
Redwood CityCA 94063

Superintendent of Documents
U.S. Government Printing Office
Washington, DC 20402

University Microfilms
A Xerox Company
300 North Zeeb Road
Ann Arbor, Ml 48106

University Microfilms, Ltd.
Tylers Green
London, England

U.S. Geological Survey Library National Center
MS 950

12201 Sunrise Valley Drive

Reston, YA 22092

U.S. Geological Survey Library
2255 North Gemini Drive
Flagstaff, AZ 86001

U.S. Geological Survey
345 Middlefield Road
Menlo Park, CA 94025

U.S. Geological Survey Library
Box 25046
Denver Federal Center, MS914
Denver, CO 80225



NASA CASI Price Code T able

(Effective July 1, 1996)

CASI NORTH
PRICE AMERICAN FOREIGN
CODE PRICE PRICE
AO1 $6.50 $ 1300
A02 10.00 20.00
A03 19.50 39.00
A04-A05 21.50 43.00
A06 25.00 50.00
AO07 28.00 56.00
A08 31.00 62.00
A09 35.00 70.00
A10 38.00 76.00
All 41.00 82.00
Al2 44.00 88.00
Al3 47.00 94.00
Al4-Al17 49.00 98.00
Al18-A21 57.00 114.00
A22-A25 67.00 134.00
A99 Call For Price Call For Price

Important Notice

The$1.50domestic and $9.00 foreign shipping and handling fee currently beirgechaill remain
thesame. Foreign airmail is $27.00 for the first te3ns, $9.00 for each additional item. Additional
ly, a new processing fee of $2.00 per each video ordered will be assessed.

For users registered at the NASA CASI, document orders may be invoiced at the end of the month,
chargedagainst a deposit account, or paid by check or credit card. NASA CASI accepts American

Express, Diners’ Club, MasterCard, and VISA credit cards. There are no shipping and handling
chargesTo register at the NASA CASI, please request a registration form through the NASA Access

Help Desk at the numbers or addresses below.

Return Policy

The NASA Center for AeroSpace Information will gladly replace or make full refund on gems
haverequested if we have made an error in your orfldre item is defective, or if it was received in
damaged condition and you contact us within 30 days of your original request. Just contact our
NASA Access Help Desk at the numbers or addresses listed below.

NASA Center for AeroSpace Information E-mail: help@sti.nasa.gov
800 Elkridge Landing Road Fax: (301) 621-0134
Linthicum Heights, MD 21090-2934 Phone: (301) 621-0390

Rev. 6/96



Federal Depository Library Program

In order to provide the general public with greater access to U.S. Government publi€tiogess
establishedhe Federal Depository LibraBrogram under the Government Printindicaf (GPO),

with 53 regional depositories responsible germanent retention of material, inrtdarary loan, and
reference services. At least one copy of nearly every NASA and NASA-sponsored publication,
eitherin printed or microfiche format, is received and retained by the 53 reglepaskitories. A list

of theFederal Regional Depository Libraries, arranged alphabetically by state, appears at the very
end of this section. These libraries are not sales outlets. A local library can contact a regional
depository to help locate specific reports, or direct contact may be made by an individual.

Public Collection of NASA Documents

An extensive collection of NASA and NASA-sponsored publications is maintained by the British
Library Lending Division, Boston Spa, &herby Yorkshire, England for public access. The British
Library Lending Division also has available many of the non-NASA publications cited in the STI
Database. European requesters may purchase facsimile copy or microfiche of NASA and
NASA-sponsored documents FlZ—Fachinformation Karlsruhe—Bibliographic Service, D-76344
Eggenstein-Leopoldshafen, Germany and TIB-Technische Informationsbibliothek, P.O. Box
60 80, D-30080 Hannover, Germany.

Submitting Documents

All users of this abstract service argadt to forward reports to be considered for announcement in
the STI Database. This will aid NASA in its efforts to provide the fullest possible coverage of all
scientific and technical publications that might support aeronautics and space research and
development. If you have prepared relevant reports (other than those you will transmit to NASA,
DOD, or DOE through the usual contract- or grant-reporting channels), please send them for
consideration to:

ATTN: Acquisitions Specialist

NASA Center for AeroSpace Information

800 Elkridge Landing Road

Linthicum Heights, MD 21090-2934.

Reprints of journal articles, book chapters, and conference papers are also welcome.

You may specify a particular source to be included in a report announcement if you wish; otherwise
the report will be placed on a public sale at the NASA Center for AeroSpace Information.
Copyrighted publications will be announced but not distributed or sold.



ALABAMA

AUBURN UNIV. AT MONTGOMERY
LIBRARY

Documents Dept.

7300 University Dr.

Montgomery, AL 36117-3596

(205) 244-3650 Fax: (205) 244-0678

UNIV. OF ALABAMA

Amelia Gayle Gorgas Library

Govt. Documents

P.O. Box 870266

Tuscaloosa, AL 35487-0266

(205) 348-6046 Fax: (205) 348-0760

ARIZONA

DEPT. OF LIBRARY, ARCHIVES,
AND PUBLIC RECORDS

Research Division

Third Floor, State Capitol

1700 West Washington

Phoenix, AZ 85007

(602) 542-3701 Fax: (602) 542-4400

ARKANSAS

ARKANSAS STATE LIBRARY

State Library Service Section
Documents Service Section

One Capitol Mall

Little Rock, AR 72201-1014

(501) 682-2053 Fax: (501) 682-1529

CALIFORNIA

CALIFORNIA STATE LIBRARY

Govt. Publications Section

P.O. Box 942837 — 914 Capitol Mall
Sacramento, CA 94337-0091

(916) 654—-0069 Fax: (916) 654-0241

COLORADO

UNIV. OF COLORADO - BOULDER
Libraries — Govt. Publications
Campus Box 184

Boulder, CO 80309-0184

(303) 492-8834 Fax: (303) 492-1881

DENVER PUBLIC LIBRARY

Govt. Publications Dept. BSG

1357 Broadway

Denver, CO 80203-2165

(303) 640-8846 Fax: (303) 640-8817

CONNECTICUT
CONNECTICUT STATE LIBRARY
231 Capitol Avenue

Hartford, CT 06106

(203) 566-4971 Fax: (203) 566-3322

FLORIDA

UNIV. OF FLORIDA LIBRARIES
Documents Dept.

240 Library West

Gainesville, FL 32611-2048

(904) 392-0366 Fax: (904) 392-7251

GEORGIA

UNIV. OF GEORGIA LIBRARIES
Govt. Documents Dept.

Jackson Street

Athens, GA 30602-1645

(706) 542—-8949 Fax: (706) 542-4144

HAWAII

UNIV. OF HAWAII

Hamilton Library

Govt. Documents Collection

2550 The Mall

Honolulu, HI 96822

(808) 948-8230 Fax: (808) 956-5968

IDAHO

UNIV. OF IDAHO LIBRARY
Documents Section

Rayburn Street

Moscow, ID 83844-2353

(208) 885-6344 Fax: (208) 885-6817

ILLINOIS

ILLINOIS STATE LIBRARY

Federal Documents Dept.

300 South Second Street

Springfield, IL 62701-1796

(217) 782-7596 Fax: (217) 782-6437

Federal Regional Depository Libraries

INDIANA

INDIANA STATE LIBRARY
Serials/Documents Section

140 North Senate Avenue
Indianapolis, IN 46204-2296

(317) 232-3679 Fax: (317) 232-3728

IOWA

UNIV. OF IOWA LIBRARIES

Govt. Publications

Washington & Madison Streets

lowa City, IA 52242-1166

(319) 335-5926 Fax: (319) 335-5900

KANSAS

UNIV. OF KANSAS

Govt. Documents & Maps Library
6001 Malott Hall

Lawrence, KS 66045-2800

(913) 864-4660 Fax: (913) 864-3855

KENTUCKY

UNIV. OF KENTUCKY

King Library South

Govt. Publications/Maps Dept.
Patterson Drive

Lexington, KY 40506-0039

(606) 257-3139 Fax: (606) 257-3139

LOUISIANA

LOUISIANA STATE UNIV.

Middleton Library

Govt. Documents Dept.

Baton Rouge, LA 70803-3312

(504) 388-2570 Fax: (504) 388-6992

LOUISIANA TECHNICAL UNIV.
Prescott Memorial Library

Govt. Documents Dept.

Ruston, LA 71272-0046

(318) 257-4962 Fax: (318) 257-2447

MAINE

UNIV. OF MAINE

Raymond H. Fogler Library

Govt. Documents Dept.

Orono, ME 04469-5729

(207) 581-1673 Fax: (207) 581-1653

MARYLAND

UNIV. OF MARYLAND — COLLEGE PARK
McKeldin Library

Govt. Documents/Maps Unit

College Park, MD 20742

(301) 405-9165 Fax: (301) 314-9416

MASSACHUSETTS
BOSTON PUBLIC LIBRARY
Govt. Documents

666 Boylston Street

Boston, MA 02117-0286
(617) 536-5400, ext. 226
Fax: (617) 536—7758

MICHIGAN

DETROIT PUBLIC LIBRARY

5201 Woodward Avenue

Detroit, MI 48202-4093

(313) 833-1025 Fax: (313) 833-0156

LIBRARY OF MICHIGAN

Govt. Documents Unit

P.O. Box 30007

717 West Allegan Street

Lansing, M| 48909

(517) 373-1300 Fax: (517) 373-3381

MINNESOTA

UNIV. OF MINNESOTA

Govt. Publications

409 Wilson Library

309 19th Avenue South

Minneapolis, MN 55455

(612) 624-5073 Fax: (612) 6269353

MISSISSIPPI

UNIV. OF MISSISSIPPI

J.D. Williams Library

106 Old Gym Bldg.

University, MS 38677

(601) 232-5857 Fax: (601) 232-7465

MISSOURI

UNIV. OF MISSOURI — COLUMBIA
1068 Ellis Library

Govt. Documents Sect.

Columbia, MO 65201-5149

(314) 882-6733 Fax: (314) 882-8044

MONTANA

UNIV. OF MONTANA

Mansfield Library

Documents Division

Missoula, MT 59812-1195

(406) 243-6700 Fax: (406) 243-2060

NEBRASKA

UNIV. OF NEBRASKA — LINCOLN
D.L. Love Memorial Library

Lincoln, NE 68588-0410

(402) 472-2562 Fax: (402) 472-5131

NEVADA

THE UNIV. OF NEVADA
LIBRARIES

Business and Govt. Information
Center

Reno, NV 89557-0044

(702) 784-6579 Fax: (702) 784-1751

NEW JERSEY

NEWARK PUBLIC LIBRARY
Science Div. — Public Access

P.O. Box 630

Five Washington Street

Newark, NJ 07101-7812

(201) 733-7782 Fax: (201) 733-5648

NEW MEXICO

UNIV. OF NEW MEXICO

General Library

Govt. Information Dept.
Albuquerque, NM 87131-1466

(505) 277-5441 Fax: (505) 277-6019

NEW MEXICO STATE LIBRARY

325 Don Gaspar Avenue

Santa Fe, NM 87503

(505) 827-3824 Fax: (505) 827-3888

NEW YORK

NEW YORK STATE LIBRARY
Cultural Education Center
Documents/Gift & Exchange Section
Empire State Plaza

Albany, NY 12230-0001

(518) 474-5355 Fax: (518) 474-5786

NORTH CAROLINA

UNIV. OF NORTH CAROLINA —
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19970001126 NASA Langley Research Centétampton, YA USA
Water Tunnel Flow Visualization Study Through Poststall of 12 Novel Planform Shapes
Gatlin, Gregory M., NASA Langley Research CentdSA Neuhart, Dan H., Lockheé&thgineering and Sciences Co., USA;
Mar. 1996; 130p; In English
Contract(s)/Grant(s): FOP 505-68-70-04
ReportNo(s): NASA-TM-4663; NAS 1.15:4663; L-17418; No Copyright;all: CASI; A07, Hardcopy; A02, Microfiche

To determine the flow field characteristicsif planform geometries, a flow visualization investigation was conducted
in the Langley 16- by 24-Inch Water Tunnel. Concepts studied included flat plate representations of diamond wings, twin
bodies,double wings, cutout wing configurations, and serrated forebodies. fibarfafce flow patterns were identified by
injectingcolored dyes from the model surface into the free-stream Tlbese dyes generally were injected so that the-local
izedvortical flow patterns were visualized. Photographs were obtained for angles of attack ranging from 10’ to 50’, and all
investigationsvere conducted at a test section speed of 0.25 ft per sec. Results from the investigation indicate that the forma
tion of strong vortices on highly swept forebodies can improve poststall lift characteristics; haheesymmetric bursting
of these vortices could produce substantial control problems. Aauitogit was found to significantly alter the position of
theforebody vortex on the wing by shifting the vortex inboard. Serrated forebodies were fouiedtioedy generate muki
ple vortices over the configuratiolortices from 65’ swept forebody serrations tended to roll togetieie vortices from
40’ swept serrations were mordegtive in generating additional lift caused by their more independent nature.
Author
Water Tunnel Tests; Flow Visualization; Flow Distribution; Free Flow; Planforms; Wing Profiles; Aerodynamic
Configurations

Key

CoNoO WD E

DocumentD Number; Corporate Source

Title

Author(s) and Afiliation(s)

Publication Date

Contract/Grant Number(s)

Report Number(s); Yailability and Price Codes
Abstract

Abstract Author

Subject Brms



AERONAUTICAL
E N G I N E E RI N G A Continuing Bibliography (Suppl. 355)

AUGUST 22, 1997

01
AERONAUTICS

19970022966Logistics Management InsMcLean, VA USA
The ASAC Flight Segment and Network Cost ModelsFinal Report
Kaplan,Bruce J., Logistics Management Inst., USA; Lee, David A., Logistics Management Inst., USA; Retina, Nusrat, Logistics
Management Inst., USA; Wingrove, Earl R., lll, Logistics Management Inst., USA; Malone, Brett, Phoenix Integration, USA;
Hall, Stephen G., Phoenix Integration, USA; HouSaott A., Phoenix Integration, USA; AA997; 204p; In English
Contract(s)/Grant(s): NAS2-14361TRP 538-08-1-01
ReportNo.(s): NASA-CR-201679; NAS 1.26:201679; LMI-NS602T2; No CopyrighgilA CASI; A10, Hardcopy; A03, Micro
fiche

To assist NASA in identifying research art, with the greatest potential for improving the air transportation systaogeiso
weredeveloped as part of itsviation System Analysis Capability (ASAC). The ASAC Flight Segment Cost Model (FSCM) is
usedto predict aircraft trajectories, resource consumption, and variable operating costs for one or more flight segments. The Net
work Cost Model can either summarize the costs for a network of flight segments processdefyMher can be used to inde
pendentlyestimate the variable operating costs of flying a fleet of equipment given the number of departures and average flight
stagelengths.
Author
Network Analysis; Cost Analysisiajectories; Economic Analysis; Airdnsportation

19970023093Deutsche Aerospace A, Gurface TeatmentMunich, Germany
Experiences in Maintenance and Overhaul of Military Aircraft
UnterreinerHeinz, Deutsche Aerospace A.G., Germany; Stein, Ruth, Mankiewicz&eb€o., Germany; Feb. 1997; 26p; In
English;Also announced as 19970023078; Copyrighiwad; Asail: CASI; A03, Hardcopy; A02, Microfiche

Corrosionasan unavoidable fact requires codeefive control measures. by these control measures, aircratft life will be much
longerin comparison with the precautions taken during the manufacturing of a/c. The main philosophy gained by the experiences
of maintaining more than 5000 a/c is determined by detectioneamolval of corrosion, followed by renewal of the protective
coatingin the very early stages of corrosion. It has todpeated in determined intervals, based on the lessons learned over the
years.A steady development of new coating systems is associated with the elimination of toxic/hazardous chemicals and slower
agingof the oganics. Vith respect to human and environment protection, protective coatings, the problems ofjebthecigh
er chemical and mechanical resistant coatings removed, and the goal of collecting all divergent properties under cost effective
measuresare the guidelines in the aircraft maintenance area.
Author
Aircraft Maintenance; Envimment Potection; Potective Coatings; Coating

19970023380Defence Science aneédhnology Oganisation Melbourne, Australia
Finite element analysis of an F-I1 lower wing skin fatigue crack epair
Callinan,R. J, Defene® Siene and Technolog Organisation Australig SandersonS., Defene Siene and Technology
OrganisationAustralig Keeley D., Defene Siene and Technoloy Organisatia, Australia; Jan. 1997; 58p; In English
Report No.(s): DSD-TN-0067; AR-009-961; Copyright;vail: Issuing Activity (DSTO Aeronauticabnd Maritime Research
Lab., PO Box 4331, Melbournejctoria 3001, Australia, Hardcopilicrofiche
In this report a three dimensional finite elemenE(Fmodel has been developed for a structural detail in dd Fedver wing
skin. The location of interest is a fuel-flow groove in the lower wing skin where cracking had occurred in service on aircraft



A8-145. Detailed models were developed for (i) un-cracked structure; (ii) the cracked structure and (iii) the repaired structure,
using a bonded composite patch for the repair. The objective of this work is to validate the design analysis used by the RAAF,
using an independent approach for the stress analysis.Hhadédel has been validated using strain gauge results from a full
scale test wing. The results of the F.E. analysis are shown to compare favorably with closed form solutions used by the RAAF
(RAAF Engineering Standard C5033) in the original design of the répais the present work provides a basis for confidence

in the design procedures contained in RAAF Engineering Standard C5033.

Author

Finite Element Method; Design Analysis; EtlAircraft; Wings; Stess Analysis; Fatigue (Materials)

02
AERODYNAMICS

Includes aerodynamics of bodies, combinations, wings, rotors, and control surfaces, and internal flow in ducts and turbomachinery.

19970022478Virginia Polytechnic Inst. and State Uniept. of Aerospace and Ocean Engineerigcksbug, VA USA
Some Structural Features of a Tirbulent Wing-Body Junction Vortical Flow, 1 Jan. - 30 Sep. 1996
Olcmen,M. Smith, Virginia Polytechnic Inst. and State UniSA; Simpson, R. L., ivginia Polytechnic Inst. and State Univ
USA; Sep. 30, 1996;11p; In English
Contract(s)/Grant(s): N00014-94-1-0092
Report No.(s): AD-A321557; VPI-AOE-238; No Copyrightyall: CASI; A06, Hardcopy; A02, Microfiche

The horse-shoe vortex that forms around a wing-wall junction is experimentally investigated. Laser-Doppler velocimeter
measurements of mean velocity and higher order statistics including the third order products are reported for 15 measurement
stationsin one plane to the side of the junction of a 3:2 elliptical nose, NACA 0020 tail wing and a wall. The approach Reynolds
numberof the air flow based on momentum thickness is approximately 5940. The outer layer vortical struttterdown-wash
or wing side results in a thin boundary layer and lower turbulence intensity theeredirected free-stream. Lateral pressure-gra
dientscause separation on the uplifting side of the vortex on the wall. Bimodal histograms of the w fluctuating velocity occur under
thevortex core near the wall. A vortical structure with higher vorticity concentration and opposite sense g¢e therfimal strue
tureis located below the lge vortical structure. High normal stress values are obtained at the wing-wall junction. In this wing-wall
junctionregiona vortical structure of the same rotation sense of thje lauter layer vortex formsriple products describe the
diffusion processes for this type of a flolm such dlow the sheastress angle (SSA) highly lags the flow-gradient angle (FGA)
andthe turbulent structure highly lags the mean fldte turbulence difision is highly altered due to the presence of thgelar
outerlayer vortical structure.
DTIC
Body-Whg Configurations; Air Flow; Tirbulent Flow; Laser Doppleralocimeters; Shear &ss; Tirbulent Boundary Layer;
\ortices; Lift; Thiee Dimensional Flow; drbulent Diffusion

19970022898NASA Langley Research Centétampton, YA USA
Transition and Turbulence Modeling for Blunt-Body Wake Flows
Nance,Robert B North Carolina Stat&niv., USA; Horvath, Thomas J., NASA Langley Research Cet®A; Hassan, H. A,
North Carolina State Univ., USA; Jun. 25, 1997; 6p; In English; 32nd; Thermophysics, 23-25 Jun. 1997, Atlanta, GA, USA,;
Sponsoredby American Inst. of Aeronautics and Astronautics, USA
Contract(s)/Grant(s): NCC1t2
Report No.(s): NASA-CR-203997; NAS 1.26:203997; No CopyrighigihCASI; A02, Hardcopy; A01, Microfiche

Aerobrakinghas been proposed as aficegnt means of decelerating spacecraft for planetary missions. Most current aero
brakedesigns feature a blunt forebody shielding payload from the intense heat generated during atmosphericAdthioyigh
this forebody will absorb the lgest portion of the heat pulse, accugatediction of heating in the near wake is of great importance,
sincelarge local heating values can occur at points of slag@rimpingement. In order to address the various issues associated
with these blunt-body wake flowfields, the Advisory Group for Aerospace Research and Development (AGARD) forkaed W
ing Group 18 in 1992. One of the objectives of this activity was to examine real-gas effects in high-speed flow fields around a
70 deg. blunted cone. to date, many researchers have conducted experiments using this geometry in various facilities, such as thi
LargeEnegy National Shock (LENS) tunnel at Cubric/Calspan and the HEG shock tunnel at DLR-Goettingen. Severat computa
tional studies have also been conducted in concert with these tests. Many of the experimental results have inpassitdethe
presencef a transitional shear layer through aykincrease in heat transfer downstream of the reattachment point. The presence
of transition could in fact lead to much higher peak heating than if the separated flow is entirely laminar or turbulent. In the shock-



tunneltests, howeveit is difficult to separate such viscous-flow phenomena from real-gadfin order to help make this dis
tinction, Horvath et alrecently conducted a set of experiments in the NASA Langley 20-Inch Machrn@IT and compared the
resultsto laminar NavieiStokes calculations. They found heat-transfer distributions similar to those obtained in the high-enthalpy
facilities, with the measured peak heating along the sting support markedly greater than that prethetéahfiyar computa

tions. These trends point to the need to find transitional and turbulent computational solutions for these flowfields.

Author

Turbulence Models; Blunt Bodies;akés; Flow Distribution; Aexbraking

19970022981NASA Langley Research Centétampton, YA USA
CFL3D: Its History and Some Recent Applications
Rumsey, C. L., NASA Langley Research Center, USA; Biedron, R. T., NASA Langley Research Center, USA; Thomas, J. L.,
NASA Langley Research Cent&fSA; May 1997; 10p; In English; Gudunewlethod for Gas Dynamics: Current Applications
andFuture Developments, 1-2 May997, Ann ArborMl, USA
Contract(s)/Grant(s): FOP 522-31-21-01
Report No.(s): NASA-TM-12861; NAS 1.15:12861; No Copyright; ¥ail: CASI; A02, Hardcopy; A01, Microfiche

The history of theComputational Fluids Laboratory -3D (CFL3D) Navitokes computer code is discussed and a cempre
hensivereference list is given. Three recent advanced applications are presenteéay( Wit partial-spanflap, (2) F/A-18 with
forebodycontrol strake, and (3) Noise predictions for an advanced ducted propeller turbomachinery flow
Author
Navier-Stokes Equation; Turbomachinery; Computational Fluid Dynamics; Aerodynamics; Applications Programs (Comput-
ers); F-18 Aircraft

19970023140National Aerospace LabAmsterdam, Netherlands
An Explicit Multi T ime Stepping Algorithm for Aerodynamic Flows
Ven, H. vanderNational Aerospace Lab., Netherlands; NiemanitrTan, B. E., National Aerospace Lab., Netherlanasg-V/
man, A. E. R National Aerospace Lab., Netherlands; Jul. 08, 1996; 15p; In English; International Congtesspamational
and Applied Mathematics, 21-26 Jul. 1996, Leuven, Belgium
Report No.(s): AD-A321792; NLR-TP-96431-U; No Copyrightiafl: CASI; A03, Hardcopy; A01, Microfiche
An explicit multi time stepping algorithm with applications to aerodynamic flows is presented. In the algorithierémdif
partsof the computationalomain diferent time steps are taken, and the flow is synchronized at so-called synchronization levels.
Thealgorithm is validated for aerodynamic turbulent flows. For two dimensional flows speedups in the order of five with respect
to single time stepping are obtained.
DTIC
Algorithms; Trbulent Flow; Aeodynamic Characteristics

03
AIR TRANSPORTATION AND SAFETY

Includes passenger and cargo air transport operations; and aircraft accidents.

19970023036Army Safety CentefFort RuckerAL USA
Army Gr ound-Accident Report Countermeasue, \olume 18
Feb. 1997; 12p; In English
Report No.(s): AD-A322330; No Copyrightyail: CASI; A03, Hardcopy; A01, Microfiche

Commandersvhose units experience aircraft and ground-vehicle accidents are increasingly confronted it dméyae
cidentand the resultant loss of valuable resourceglsatwith exposure of personnel to accident-site hazards such as advanced
composite materials, or ACMs. Even though the immediate symptoms of exposure to AM hazards (headache, buamdg eyes,
vomiting) may not be evident, the potential still exists for long-term health problems. Therefore, it is crucial that personnel who
must work near an accident site be informed of the hazards so that they can take appropriate precautions to lessen their risk o
exposurePersonnel responding aircraft and ground-vehicle accidents are most at risk because of their immediate exposure to
ACMs and other accident-site hazards such as bloodborne pathogesisiébae on page 3). Howeyérst responders are not



theonly ones at risk. Individuals involved in the subsequent investigation, recamdrgleanup operations also may be exposed
to these accident-site hazards.

DTIC

Accident Pevention; Signs and Symptoms;chaft Accidents; \Wund Healing; Injuries

19970023120Army Safety Centef~ort RuckerAL USA
Flightfax: Army A viation Risk-Management Information, Volume 25 Monthly Report
Mar. 1997; 12p; In English
Report No.(s): AD-A322519; No CopyrightyAil: CASI; A03, Hardcopy; A01, Microfiche

In Army aviation, we devote a lot of paper and a lot of ink to crashes and the error s that causee tthemnhid\éo that other
Army aviators can learn hard-bought lessons without experiencing them first hand. But there are also lessons to be learned from
in flight emegencies that have a happy ending-those that could have ended in disaster bbédilise of the way the crews
respondedThese are lessons in crew coordination and maintaining aircraft control. They're lessonsjiigoht, good exe
cution,and performing to standard. They're lessons about crews staying calm and thinking clearly and working together and using
exceptionakkill to recover from the unexpected. They're the best kind of lessons; those we learn from catastrophic accidents that
didn’t happen.
DTIC
Aircraft Accidents; Acraft Safety; Armed Foes

19970023376NASA Lewis Research Cenjetleveland, OH USA
Wwind Tunnel Measured Effects on a Win-Engine Short-Haul Transport Causeal by Simulated | ce Accretions: Data
Report
Reehorst, AndreyNASA Lewis Research CentddSA; Potapczuk, MarkNASA L ewis Researb Centa, USA; Ratvasky,
Thomas, NASA Lewis Research Center, USA; Laflin, Brenda Gile, NASA Langley Research C&Rekay 1997;
102p;In English; CD-ROM conforms to the ISO 9660 standard
Contract(s)/Grant(s): FOP 548-20-23
ReportNo.(s): NASA-TM-107419; NAS..15:107419; NONP-NASA-CD-1997034739; E-10659; No Copyrigh&ilACASI;
A06, Hardcopy; A02, Microfiche

The purpose of this report is to release the data from the NASA Langley/Lewis 14 by 22 foot wind tunnel test that examined
icing effects on a 1/8 scalsvin-engine short-haul jet transport model. Presented in this document are summary data from the major
configurationgested. The entire test database in addition to ice shape and model measurements is available as a data supplemer
in CD-ROM form. Data measured and presented are: wing pressure distributions, model fonoengnt, and wing surface flow
visualization.
Author
Flow Msualization; Jet Aicraft; Pressue Distribution; Ice Formation; Ice; fAinsport Aicraft

04
AIRCRAFT COMMUNICATIONS AND NAVIGATION

Includes digital and voice communication with aircraft; air navigation systems (satellite and ground based), and air traffic control.

19970022254Air Force Inst. of €h, National Air Intelligence CentgWright-Patterson AFB, OH USA
Applications and Development of Global Positioning System
Ge,Ban-Jun, Aerospace Industry Headquarters, Chimaig\MCheng-LinBeijing Univ. of Aeronautics and Astronautics, China;
SatelliteApplication; Oct. 15, 1996, No. 3; 21p; In Englismafislated into English by Leo Kanner Associates
Contract(s)/Grant(s): F33657-88-D-2188
Report No.(s): AD-A321326; NAIC-ID(RS}0369-96; No Copyright; ¥ail: CASI; A03, Hardcopy; A01, Microfiche

This paper presents general description of the major applications of the Global Positioning System (GPS) in civil and mili
tary areas. Also, iproposes some countermeasures and suggestions concerning the applications of the Global Positioning System
in China by analyzing the GPS receiver market and its development in the years to come.
DTIC
Global Positioning System; Navigation



19970022266Air Force Inst. of €ch, National Air Intelligence CenteWright-Patterson AFB, OH USA
GPS and Its Application in Navigation System &st Flights
Proceedings of CSAA 11th Conference of Flight Mechanics and Flight Test; @8, Mo. 8; 17p; In English; 11tRjight
Mechanicsand Flight Est, 1994, China;ranslated into English by Leo Kanner Associates
Contract(s)/Grant(s): F33657-88-D-2188
Report No.(s): AD-A321324; NAIC-ID(RS)T370-96; No Copyright; ¥ail: CASI; A03, Hardcopy; A01, Microfiche

With the rapid development of science and technology, the global positioning system appAprgdlif93, when the USA
sentthe last satellite into orbit and declared that the GPS constellation of 24 satellites was finally deployed. This system, gradually
perfectedand mature, has been widely applied in aviation, aerospace, sea voyage,, ¢@uodi@syigation as well as in various
military and civil projects. Featuring global coverage, all-weather operation, high fiogtref/ of user equipment and capabili
tiesof providing high precision data, including location, velocity and time, GPS dededifial GPSvere successfully applied
in the navigation system test flights as location and velocity references.
DTIC
Global Positioning System; Navigation

199700224 16Air Force Inst. of €ch, National Air Intelligence CenteWright-Patterson AFB, OH USA
Reseach Associated with Single Gyoscope Dual Ring Platform Inertial Guidance Systems
Liu, Shi-Duan;China Astronautics and Missilery Abstracts; Dec. 19%6uivie 3, No. 1, pp. 43-48; In Englishsahslated into
Englishby SCITRAN
Contract(s)/Grant(s): F33657-84-D-0165
Report No.(s): AD-A321069; NAIC-ID(RS)Y0301-96; No Copyright; ¥ail: CASI; A03, Hardcopy; A01, Microfiche

This article puts forward, and, in conjunction witrat, studies mixed inertial and geomagnetic navigation systems composed
of single gyroscope dual ring inertial platforms and solid state geomagnetometers. In the article, discussion is made of system
constructioras well as operating principle. In depth study is made with regard to system mechanical lay out. In conjunction with
this, analyses are completed of system accuracy with a view toward cruise missile flight status. Covatiiaégeomagnetic
navigationsystems are capable of supplyimayigation end guidance information which is the same as that associated with inertial
guidance systems. They aret only capable of providing longitude and latitude. They are, morgabksrto supply such informa
tion as surface (illegible) as well as attitude angles, and so on. Due to the fact that inertial platforms only make use of one gyroscope
andtwo accelerom eters and there is also no bearing stability cirdhigrgfore, the structure is simple. Manufacture is, easl/
volumesare small. Costs are lovnother obvious advantage associated with the systems in question is that there is no need to
carryout azimuth alignment. Preparation times are,wergy much shortened.
DTIC
Inertial Guidance; Inertial Navigation; Geomagnetism; Accuracy; Attitude (Inclination); Latitude

19970022505Air Force Inst. of €ch, National Air Intelligence CentgWright-Patterson AFB, OH USA
Long Range Differential GPS and the Concepts of Chinese Plans to Establishd&d Area Networks
Lu, Guo-Hua Liu, Yan-Li; Telemety and Telecontroj Dec 16, 1996, Volume 2 No. 6, pp. 1-11; In English; Translate into
Englishby SCITRAN
Contract(s)/Grant(s): F33657-84-D-0165
Report No.(s): AD-A321020; NAIC-ID(RS}0363-96; No Copyright; ¥ail: CASI; A03, Hardcopy; A01, Microfiche

This article describes the general status of radio navigation and positioning sy&tiess is laid on introducing Global Posi
tioning System (GPS) global navigation systems, putting forward the use of methods associatetewethialiflGPS in order
to raise positioning precisions and carry out long randeréifitialtests from Xian to Luoyang and Jinxi. Recommendations are
madeto set up a Chinese fiifential GPS network.
DTIC
Global Positioning System; Communication Networks; Radio Navigation

19970022955National Aerospace LaiNAL/NASDA Hope Team, ALFLEX Group Tokyo, Japan
System Design of the Automatic Landing Flight Experiment (ALFLEX)
Nov. 1996; ISSN 0389-4010; 86p; In Japanese
Report No.(s): NAL-TR-1313; No CopyrightyAil: CASI; A05, Hardcopy; A01, Microfiche
The National Aerospace Laboratory and the National Space Development Agency of Japan are working on in the develop
mentof an unmanned space-entry system called HOPE which is planned for launch by an H-1l rocket. At the preliminary stage
of this project, research on the automatic landing using a dynamically scaled model of HOPE is currently being conducted. The



modelis called ALFLEX which is an abbreviation of the Automatic Landing Flight EXperiment. The objectives of ALFLEX are

to establish the fundamental technology necessary for the laoidh@PE, including the design methodology of the navigation,
guidanceand control system, and the evaluation method for the fligh¢t®mens using a sibscaé model The 37% scaled

ALFLEX vehicle is lifted by a carrier helicopter up to a height of 1,500 m and is releaskedatspeed of 46 m/s. Then, relying

uponan integrated guidance system, it captures the specified glide slope and lands horizontally on a 1,000 m long runway after
flaring to shallower glide slopes. The present paper describes the results of the ALFLEX system design as a preliminary design.
Author

AutomaticLanding Contol; Reentry ¥hicles; Experimentation

19970023006Federal Aviation AdministratigrCambridge, MA USA
Global Positioning System: A Guide for the Appoval of GPS Receiver Installation and OperationFinal Report Apr. 1995
- Jun. 1996
Wright, M., Federal &iation Administration, USA; Oct. 1996; 350p; In English
ReportNo.(s): AD-A322317; DOIVNTSC-FAA-96-18; FAA-P-8000-3; RA-AFS,XH-400-1096; No Copyright; ¥ail: CASI;
A15, Hardcopy; A03, Microfiche

This guide is designed to assist Fedenakbfion Administration (BA) Aviation Safety Inspectors (ASIs) in evaluating new
Global Positioning Systems (GPS) installations and operations. Because there are many documents providing infegoaation,
lations,and guidelines for various types of CPS approvals, this guide has been created to provide one sourceRIGRSst F
approvalsThis document contains aids such as flow charts and checklists to provide Principal Opsigatsrs (POIs) and
Principal Avionics Inspectors @s) with a consistent process for performing approvals. In addition, the relevant excerpts from
regulation documents are included in references so inspectors will rarely need separate sources of information. This document
will be updated periodically to maintain currency
DTIC
Global Positioning System; Installing; Radio Receivers; Regulations; Education

19970023173Massachusetts Inst. oédh, Lincoln Lab, Lexington, MA USA
Terminal Area Separation Standards: Historical Development, Cuent Standards, and Pocesses for Change
Thompson, Steven D., Massachusetts InstechT USA; Jan. 16, 1997; 60p; In English
Contract(s)/Grant(s): DAD1-93-Z-02012
Report No.(s): AD-A321801; PC-258; No Copyright; ®ail: CASI; A04, Hardcopy; AO01, Microfiche

This paper gives an overvieand summary of the separation requirements for afictantrol in the U.S. National Airspace
Systemwith emphasis on those relevant to terminal landing operations. These requirements are documented in the+ederal A
ation Administratiors (FAA’ s) Air Traffic Control Order 71 O.65J, as amended, and various national and local Orders. These
requirements are also addressed in the Aeronautical Information Manual, the International Civil Aviation Orgarfstafion’
dards and Recommended Practices, and the Federal Aviation Regulations (FARSs). The purpose of this paper is to assist thos
people involved with the introduction of new technologies and procedures in the terminal airspace by providing them with an
understandingf the separation requirements, the need for those requirements, and the processes used to change the requirements
DTIC
GroundBased Contil; Terminal Facilities; Air Faffic Contiol
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AIRCRAFT DESIGN, TESTING AND PERFORMANCE

Includes aircraft simulation technology.

19970022228Air Force Inst. of €ch, National Air Intelligence CenteWright-Patterson AFB, OH USA

Methods of Designing Cooling Contol Surfaces Based on \&ight Minimization

Gao, Xinxu, China Aerospace Corp., China; A&keaponry; Oct. 09, 1996, 0lume 2, No. 6, pp. 25-31; In English;ahslated
by Leo Kanner Associates

Contract(s)/Grant(s): F33657-88-D-2188

Report No.(s): AD-A321017; NAIC-ID(RS)T409-96; No Copyright; ¥ail: CASI; A03, Hardcopy; A01, Microfiche



This paper introduces the characteristics of cooling control surfaces and, based on analyzing their servovalves; driving de
vices,air collectors, and load matching, proposes some metfatésigning cooling control surfaces based on weight minimiza
tion.
DTIC
Control Surfaces; Cooling; Aedynamic Characteristics

19970022378NASA Langley Research Centétampton, YA USA
Vertical Tail Buffeting Alleviation Using Piezoelectrc Actuators-SomeResults d the Actively Controlled Respong of
Buffet-Affected Tails (ACROBAT) Program
Moses, Robert WNASA Langley Research Cent&lfSA; Apr. 1997; 22p; In English
Contract(s)/Grant(s): FOP 522-32-21-01
Report No.(s): NASA-TM-10336; NAS 1.15:10336; No Copyright; ¥ail: CASI; A03, Hardcopy; A01, Microfiche

Buffet is an aeroelastic phenomenon associated with high performance aircraft especially those with twin vertical tails. In
particular,for the F/A-18 aircraft at high angles of attack, vortices emanatingviiogifuselage leading edge extensions burst,
immersingthe vertical tails in their wake. The resultingfetifoads on theertical tails are a concern from fatigue and inspection
points of view Recentlya 1/6-scale F-18 wind-tunnel model was tested in thasbnic Dynamicsunnel at the NASA Langley
ResearctCenter as part of the Actively Controlled Response ofeBéfffected hils (ACROBAT) Program to assess the use of
activecontrols in reducing vertical tail tieting. The starboard vertical tail was equipped with an active rudder and the pert verti
caltail was equipped with piezoelectric actuators. The tunnel conditions were atmospheric air at Mach 0.10. by using single-input-
single-outputontrol laws at gains well below the physical limits of the actuators, the power spectral density of the root strains
atthe frequency of the first bending mode of the vertical tail was reduced by as much as 60 percent up to angles of attack of 37
degreesRoot mearsquare (RMS) values of root strain were reduced by as much as 19 percent. The results herein illustrate that
buffet alleviation of vertical tails can be accomplished using simple active control of the rudder or piezaaratars. In fact,
asdemonstrated herein, a fixed gain single input single output control law that commands piezoelectric actuators may be active
throughout the high angle-of-attack maneuver without requiring any changes during the maneuver. Future tests are mentioned
for accentuating the international interest in this area of research.
Author
PiezoelectricityBuffeting; Active Contl; Tail Assemblies; Supersonic &iaft; \brtices; Angle of Attack; Aeelasticity; Lead
ing Edges; Root-Mean-SquaErrors

19970022624Defence Science aneédhnology Oganisation Aeronautical and Maritime Research Lafielbourne, Australia
Sensitivity Study of anAMRL Finite Element Model of the F-lll Lower Wing Skin Structural Detail at Forward Auxiliary
Spar Station (FASS) 281.28
Keeley,D., Defence Science anédhnology Oganisation, Australia; Callinan, R., Defence Scieswog Echnology Oganisa-
tion, Australia; Sanderson, S., Defence Science a&ctiffology Oganisation, Australia; Sep. 1996; 29p; In English
ReportNo.(s):AD-A322102; DSTO-TN-0060; DODA-AR-009-909; No Copyrightvail: CASI; A03, Hardcopy; A01, Micro
fiche
A baseline three-dimensional Finite Element (FE) model has been developed for a structural detailldnl@mndfsing
skinat Forward Auxiliary Spar StationASS) 281.28. This location has been the site of cracking in both RAARJSAF aircraft
The FE model was developed using precise thickness measurements appropriate for a specific full-scale test wing available a
AMRL (serial number A-10-824). This documenaisensitivity study of the finite element model. THe@s of small dimensien
al changes falling within the range of the manufacturing tolerances are investigated. This will allow a quantitative assessment of
the stress variations which could be expected at that location within the ffeét.
DTIC
Finite Element Method; Full Scaledts; Thee Dimensional Models; Wgs; Mathematical Models

19970022727Defence Science an@édhnology Oganisation Airframes and Engines Dj\Canberra, Australia
Elastic/Plastic Finite Element Analysis of the F-11 Fuel Flow \ent Hole Number 13
Paul,J., Defence Science andchnology Qganisation, Australia; Chapman, Befence Science anédhnology Oganisation,
Australia;Searl, A., Defence Science aneclinology Oganisation, Australia; Now996; 93p; In English
ReportNo.(s): AD-A322078; DSD-TR-0454; DODA-AR-009-944; No Copyrightyail: CASI; A05, Hardcopy; A01, Micro
fiche
A detailed plasticity finite element stress analysis is presented for a fatigue critical location, at Fuel Flow Vent Hole #13
(FFVH #13) in the Vihg Pivot Fitting of the Royal Australian Air Foree=-111 aircraft. The D6ac material behaviour was repre



sentedby a unified constitutivenodel which is considered to be particularly accurate for modeling plastic deformation through
several cycles of non-symmetric loading. The aim of the present work is to generate the residual stress distributions following
one(or more) applications of Cold Proof Loadst, as an input to the Durability and Damagkeince Analyses (DADA) for

FFVH #13. The mesh refinements and the selection of boundary conditions for a substructure model representing the immediate
vicinity of FFVH #13 are discussed in detail. The results from the numerical analysis were correlated with full-scale wing test
strain data and showed good agreement The residual stress distributions obtained here are considered to be significantly mor
accurateghan what has previously been used for the DARTFFVH #13.

DTIC
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19970022774NYMA, Inc., Brook Park, OH USA
The NASA Lewis Researh Center Water Tunnel Facility Final Report
WasserbaueCharles A., NYMA, Inc., USA; Jul. 1997; 16p; In English
Contract(s)/Grant(s): NAS3-27186TRP 523-36-13
Report No.(s): NASA-CR-4777; NAS 1.26:4777; E-10756; No CopyrighailACASI; A03, Hardcopy; A01, Microfiche

A water tunnel facility specifically designed to investigate internal fluid duct flows has been built at the NASA Research Cen
ter.It is built ina modular fashion so that a variety of internal flow test hardware can be installed in the facility with minimal facility
reconfigurationThe facility and test hardware interfaces are discuateed) with design constraints for future test hardware. The
inlet chamber flonconditioning approach is also detailed. Instrumentation and data acquisition capabilities are discussed. The
incomingflow quality has been documented for about one quarter of the current facility operating range. At that range, there is
somescatter in the data in the turbulent boundary layer which approa@hecent of the duct radius leading to a uniform core.
Author
WaterTunnel Tests; Design Analysis; Fluid Flow; Inlet Flow; Internal Flow; Ducts

19970022881Defence Sciencand Bchnology Oganisation Aeronautical and Maritime Research Labanberra, Australia
A Database Compiler for Flight Dynamic Applications
Hill, S. D., Defence Science anédhnology QOganisation, Australia; Dec. 1996; 37p; In English
ReportNo.(s):AD-A322056; DST-TN-0064; DODA-AR-009-926; No Copyrightvail: CASI; A03, Hardcopy; A01, Micro
fiche

This report describes a database system developed by the Air Operations Division (AOD) for aircraft flight dynamic models.
A new database format has been established to meetsAl@bt dynamicand performance requirements. A program has been
written to create program source code to raad interpolate/extrapolate data stored in the database format. The major advantage
of the new database format is that all the information required to read and interpolate/extrapolate a data set is contained within
thedatabase. This report describes (1) a typical example of the database format, (2) technical desttifgionstax, (3) meth
odsof interpolation/extrapolation, (4) method of database interfacing, and (5) procedures for database use.
DTIC
Data Bases; Dynamic Models; Amaft Models

19970023172National Aerospace LabAmsterdam, Netherlands
Variation in Load Factor Experience of Fokker F27 and F28 Operational Acceleration Exceedance Daféinal Report
deJonge, J. B., National Aerospace Lab., Netherlands; Hol, P. A., National Aerospace Lab., Netherlands; Dec. 1996; 48p; In
English
Report No.(s): AD-A322927; NLR-TP-96512-L; DOT/FAA/AR-96/114; Nogyright; Avail: CASI; A03, Hardcopy; A01,
Microfiche

Fatiguemeter data obtained during operational flights of Fokker F27 and F28 aircraft were reprocessed and analyzed to study
thevariation in load experience betweerfeliént aircraft of the same type. The data covered about 470,000 flights which were
madeby 101 aircraft belonging to 51 tifent operators. A simple algorithm was developed to quantify the load factor experience
in terms of fatigue damage per flight. The data were subjected to a statistical analysis. Considerable variations in load experience
werefound. The results give an indication of the benefits that can be gained from individual aircraft load monitoring.
DTIC
Fatigue (Materials); Fokker Aircraft; Flight Tests; Commercial Aircraft; Aerodynamic Loads; Statistical Analysis; Structural
Analysis



19970023178Defence Science anédhnology Oganisation Air Operations Diy Canberra, Australia
Data Link Technology for a Portable Unmanned Aerial ¥hicle Topical Report
Kowalenko, Victor, Defence Science and Technology Organisation, Australia; Phipps, Jane, Defence Science and Technology
OrganisationAustralia;Cameron, Keith, Defence Science ae¢fihology Oganisation, Australia; Now996; 66p; In English
ReportNo.(s): AD-A322043; DSD-RR-0087,DODA-AR-009-761; No Copyright; ¥ail: CASI; A04, Hardcopy; A01, Micro
fiche

This report examines data limkequirements for a portable unmanned aerial vehicle. Crucial to the operation of such a data
link is the development of suitable computer algorithms thataable of significantly compressing and reconstructing image
datain a timely manner for viewing at a remote station. As a consequence of the near real time requirement, we investigate recent
advances in lossy data compresgehniques concentrating on transform coding techniques involving the discrete cosine trans
form, fractals and wavelets. At present the discrete cosine transform is available on a microprocessocahipfandcceptable
reconstructedmages close to real time with compression ratios of up to 35 :1, but other techniques promise even higher compres
sionratios and possibly a near real time capability in the not too distant future.
DTIC
Pilotless Aicraft; Data Links; Data Commssion; Real ime Operation; Commssion Ratio

07
AIRCRAFT PROPULSION AND POWER

Includes prime propulsion systems and systems components, e.g., gas turbine engines and compressors, and onboard auxiliary
power plants for aircraft.

19970022628Defence Science an@dhnology Oganisation Airframes and Engines Dj\Canberra, Australia
P-3C On-Wing Trial of a Data Logger for T56 Turbine Inlet Temperature Monitoring System
Dutton, S. A., Defence Science anetiinology Oganisation, Australia; Sep. 1996; 20p; In English
ReportNo.(s):AD-A322149; DS-TN-0056; DODA-AR-009-883; No Copyrightvail: CASI; A03, Hardcopy; A01, Micro
fiche

Following successful ground based on-wing trials on a C-130H aireraimmercial data acquisition system, the Daltat
DT220,was tested at RAAF Base Edinghron a P-3C on thground to determine its suitability as a flight demonstrator for a
T56 engine individual turbine inlet temperature monitoring system.
DTIC
Data Acquisition; Trboprop Engines; P-3 Agaraft; Transport Aicraft; Flight Recoders; Inlet Emperatue; Flight Tests

19970023139Prins Maurits Lab. TNORijswijk, Netherlands
Developments in Missile Ramjet Populsion
Calzone, R. - Prins Maurits Lab. TNO, Netherlands; Dec. 1996; 79p; In English
Contract(s)/Grant(s): A95KLu-487
ReportNo.(s):AD-A322627; PML-1996-A100; TDCK-TD96-0427; No Copyrightyal: CASI; A05, Hardcopy; A01, Micro
fiche

At the request of the Royal Netherlands Air Force, a study into the international developments on missile ramjet propulsion
hasbeen carried out. It ikie objective of this work to provide an outline of ramjet propulsion for missiles with a view on technical
andoperational aspects as well as the ongoing international developments. The essential areas for employment of missile systems
which are presently insfidiently perceived for ramjet missile systems, have been identified in accordance with the Royal Nether
landsAir Force. Future work on these areas will be defined in consensus with the Royal Netherlands Air Force.
DTIC
Ramjet Missiles; Guidance (Motion); Missiles,0pulsion System Performance; Ramjet Engines



08
AIRCRAFT STABILITY AND CONTROL

Includes aircraft handling qualities; piloting; flight controls, and autopilots.

19970022450Institute for Human Factors TNGoesterbey, Netherlands
Computer Generated Envionment for Steering a SimulatedJnmanned Aerial Vehicle Final Report Computer gegener
eerdeomgeving voor het besturen van een gesimuleerd onbemand voertuig
vanErp, J. B., Institute for Human Factors TNO, Netherlands; Kappe, B., Institute for Human Factors TNO, Netherlands; Oct.
01,1996; 35p; In English
Report No.(s): AD-A321053; TNO-TM-96-A039; TDCK-RP-96-0179; Bopyright; Avail: CASI; A03, Hardcopy; A01,
Microfiche

Two important taské operating a Maritime Unmanned Aeriadhicle (MUAY) are controlling the airframe and its onboard
cameraHowever the visual information on which the human operator has to perform these tasks is of poor quality, due to the
restrictedcapacity of the down link between MWVAand operatorThis leads to performance degradation in search and tracking
tasksand loss of situationa@wareness. In previous experiments, it was shown that augmentation of the camera image by adding
a Computer Generated Environment (CGE) improves performance in controlling the camera ged siilational awareness.
The present experiment focuses on the possibilities of operating badirfilaene and the onboard camera simultanepesly
trackinga taget ship while flying a circle around it. The experiment compared performance in four display type conditions: two
withoutaugmentation (respectively north up and heading up), and two with augmentation (respectively a 2D CGE and a 3D CGE).
TheresuLts show that the CGE is successful in supporting airframe controL, witfemtingf tracking performance. Niffer-
ences were found between the 2D and 3D CGE, and no differences were found between the north up and heading up display:
without CGE. On théasis of these results, it is recommended to investigatefdoesadf integrating more information into the
CGE(i.e. electronic maps), and to explore the possibilities of switching between 2D and 3D. Mareredrasic knowledge
shouldbe acquired concerning the (visual) perception and discrimination of combined airframe, camergetnbtans.
DTIC
Computer Pograms; Remotely Pilotecelicles; Envionment Models; Pilotless Airaft

199700225910Id Dominion Univ, Aerospace Engineering Degtlorfolk, VA USA
Twin Tail/Delta Wing Configuration Buffet Due to Unsteady \ortex Breakdown Flow
Kandil, Osama A., Old Dominion UniMUSA; Sheta, Essam,®Ild Dominion Univ, USA; MasseySteven J., Old Dominion
Univ., USA; 1996; 16p; In English
Contract(s)/Grant(s): NAG1-648; NAG1-994
ReportNo.(s): NASA-CR-203258; NAS 1.26:203258; AIAA Paper 96-2517; No Copyrighil: ACASI; A03, Hardcopy; A01,
Microfiche

The buffet response of the twin-tatbnfiguration of the F/A-18 aircraft; a multidisciplinary problem, is investigated using
three sets of equations on a multi-block grid structure. The first set is the unsteagyessible, full NavieStokes equations.
Thesecond set is the coupled aeroelastic equations for bending and torsional twin-tail responses. The third set is the grid-displace
mentequations which are used to update the grid coordinates due to the tail deflections. The computational model consists of a
76 deg-swept back, sharp edged delta wingsgfect ratio of one and a swept-back F/A-18 twin-tails. The configuration is pitched
at 32 deg angle of attack and the freestream Mach number and Reynolds number are 0.2 and 0.75 x 10(exp 6) r@$m@ectively
problemis solved for the initial flow conditions with the twin tail kept rigid. Next, the aeroelastic equations of the tails are turned
on along with the grid-displacement equations to solve for the uncoupled bending and torsioralgarse due to the unsteady
loadsproduced by the vortex breakdown flow of the vortex cores of the delta wingateral locations ahe twin tail are investi
gated.These locations are called the midspan and inboard locations.
Author
Aerodynamic Configurations; Delta Wings; Buffeting; Unsteady Flow; Vortex Breakdown; Multiblock Grids; Aeroelasticity;
Angleof Attack; NavieiStokes Equation

19970022592NASA Langley Research Centétampton, YA USA

Computation and Validation of Fluid/Structur e Twin Tail Buffet Response

Massey Steven J., Old Dominion UnjWJSA; Kandil, Osama A., Old Dominion Unj\USA; ShetaEssam F., Old Dominion
Univ., USA; Liu, C. H., NASA Langley Research CentdBSA; 1996; 14p; In English; 14th; Applied Aerodynamics, 18-20 Jun.
1996,New Orleans, LA, Goettingen, USA, Germany; Sponsored by American Inst. of Aeronautics and Astronautics, USA
Contract(s)/Grant(s): NAG1-994
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Report No.(s): NASA-CR-203259; NAS 1.26:203259; AIAA CP-96-2517; No Copyright; Avail: CASI; A03, Hardcopy; AO1,
Microfiche

The buffet response of the flexible twin-tail/delta wing configuration, a multidisciplinary problem, is solved using three sets
of equations on a multi-block grid structure. The first set is the unsteauypressible, full Naviedtokes equations which are
used for obtaining the flow-field vector and the aerodynamic loads on the twin tails. The second set is the coupled aeroelastic
equationsvhich are used for obtaining the bending and torsional deflections of the twin tails. The third set is the grid-displacement
equationsvhich are used for updating the grid coordinates due to the tail deflections. The computational model is similar to the
oneused by Vashburn et. al. which consists of a deliag of aspect ratio one and twin tails with taper ratios of 0.23. The vortex
of the twin tails are located at the wing trailing edge. The configuration is pitched at 30 deg angle of attack, and the freestream
Machnumber and Reynolds number are 0.3 and 1.25 million, respectM#hthe twin tails fixed as rigid surfaces, the problem
is solved for the initial flow conditions. Next, the problem is solved for the twin tail response for uncoupled bending and torsional
vibrationsdue to the unsteady loads produced by the vortex breakdown flow of the leading-edge vortex cores. The configuration
is investigated for three spanwise positions of the twin tails; inboard, midspan and outboard locations. The computational results
arevalidated and are in very good agreement with the experimental datsbbWvn, et. al.
Author
Buffeting; Multiblock Grids; Navier-Stokes Equation; Computational Fluid Dynamics; Aeroelasticity; Tail Assemblies; Delta
Wings;Angle of Attack

19970022856Institute for Human Factors TN@oesterbegy, Netherlands
Automatic Speech Recognition Performance in a Simulation-Based Fast-Jet Cockpit Applicatidnterim Report Automa
tischespraakherkenning toegepast voor controletaken in de cockpit van een jachtvliegtuig
Steenekertl. J., Institute for Human Factors TNO, Netherlands; Kriekaard, J. J., Institute for Human Factors TNO, Netherlands;
vanLeeuwenD. A., Institute for Human Factors TNO, Netherlands; Na8; 1996; 20p; In English
Report No.(s): AD-A321974; TNO-TM-96-A053; TDCK-RP-96-0196; Bopyright; Avail: CASI; A03, Hardcopy; A01,
Microfiche

A projecton automatic speech recognition for control of systems in a fast-jet cockpit was conducted by the TNO Human Fac
torsResearch Institute (TNO-HFRI) and the National Aerospace Laboratory (NLR). The project comprised performance testing
in an advanced fast jet simulatbr total the results of 17 sorties, performed by three experienced pilots, are presented. During
eachsortie the pilot had access to a control by voice of radio systems, displays aA& H®Etions. During the flight tests recerd
ingsweremade of the speech signals and a video recording of the pilot actions. Analysis of all pilot actions including the voice
controland debriefing was performed by the NLR and is reported sepatat#iis report the recognizer performance is analyzed.
It was found that under these simulator flight conditions the performance (accuracy) drops from over 0.95 for read speech to 0.69
for the simulator spontaneous speech condition. Results obtained in four flight experiments performed in other laboratories
showedsimilar results for read speech (three experiments) and for spont@peaas (one experiment). From the original 281
word vocabulary only 65 words were used frequently by the pilots. These 65 words had a coverage of 90% of all words used during
the tests. This means that the complexity of the recognition process can be reduced, which will lead to a better performance of
therecognizerFrom the speech material a calibrated data base was built with all the speech utterances annotated orthographically
atcommand string level. A pilot study was performed with a modern phoneme/grammar based rettitinthés speaker inde
pendensystem a mean performance of 0.85 (accuracy) was obtained. It is expected that this performance will exceed the 0/95
if this type of recognizer is trained for the non-native English speaking pilots.
DTIC
Cockpits;\bice Contol; Speech Recognition; Performanaesis; Human Factors Engineering; Automatic CohtAircraft Pi-
lots; Access Condr

19970022857Institute for Human Factors TNGoesterbey, Netherlands
Development and Performance of a Cockpit Control System Operated byoite: Summary Report of Project DMKLu/
ACO2/A/9105, Phase 3Final Report Ontwikkeling en Prestatie van een Door Spraak Cockpit-Besturingssysteem: Samenvat
tingsrapportagevan Fase 3 van her Project DMKLuU/AC02/A/9105
Steeneken, H. J., Institute for Human Factors TNO, Netherlands28p¥996; 16p; In English
Report No.(s): AD-A321975TNO-TM-96-A055 TDCK-RP-96-0198No Copyright; Avail: CASI; A03, Hardcopy; A01,
Microfiche

Phase 3 of this project is concerned with the evaluation of an automatic speech recognizer for cockpit controifiunctions
the MLU-F-16. The report is a summagy the following 3 reports: (1) Automatic speech recognition performance in a simulation-
basedast-jet cockpit application, (2) Spontaneous-speech data base for cockpit control applications applied to commercial state-
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of-the-art speech recognition technology, and (3) Evaluation of integrated automatic speech recognition on the WSF mid-life
updateF-16 simulatarA total of 29 sessions were flown during shake-down and training stages yielding 32.5 hours of recording.
In 17 of these sorties thre®\R AF pilots were participating. The overall achieved word recognition accuracy was around 0.69,
with scores per session ranging 0t63.88. The average completion rate (i.e. correctly executed commands) was around 66%.
This is a low performance and inBaient for the envisioned operational applications. The pilot debriefing information learned
thatalthough theperformance was considered irfiént, the expansion of functions, such as radio station selection by name,
washighly appreciated. In general the present syntax was too complex which lead to incorrect commands. Also the awareness
of the node status of the recognizer wasgimail. A more flexible command language is an important requireMéthtthe re

corded speech signals of 17 sorties a data base was comptlethig/data base a repetitiohthe recognition experiments can

b e made with dférent types of recognizers. Assessment of a neye kwcabulary speech recognizer which was trained for the
grammar (command string construction) of the cockpit commands produced a significantly higher recognition performance
(0.87).

DTIC
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19970022891NASA Langley Research Centétampton, YA USA
Evaluation of the Low-Speed Stability and Contol Characteristics of a Mach 5.5 Veverider Concept
Hahne, David E., NASA Langley Research CentkSA; May 1997; 28p; In English
Contract(s)/Grant(s): FOP 505-70-69-01
Report No.(s): NASA-TM-4756; L-17581; NAS 1.15:4756; No CopyrigivaiA CASI; A03, Hardcopy; A01, Microfiche

Static force and moment tests of a 0.062-scale model of a hypevsbitte study concept known as the LOHIE(TM)
configuration were conducted in the Langley 12-Foot Low-Speed Tunnel. These tests looked primarily at the low-speed static
stability and control characteristics of this configuration. Data were obtained over an angle-of-attack range of -5 deg. to 22 deg.
atsideslip angles that ranged between -10 deg. and 10 deg. The tiperons were sized to provigeétemaogtrol to trim the
vehicle up to alpha = 16 deg. with no more than 10 deg. of surface deflection and data obtained in this test showed that 10 deg
of tiperon deflection was nearly $igfent to trim the configuration up to the desired angle of attack. Because of the pitching-mo
mentcharacteristics of the LOKTE(TM) configuration, there is eeasonably high level of unpowered trimmed lift at nominal
takeof and approach to landing that should allow for acceptable fakedflanding speeds for this vehicle. Initial evaluation of
thedirectional stability characteristics of this configuration showed a significant instability between alpha = 10 dbguand
alpha= 18 deg. This testetermined that the cause of this instability was the interaction of the wing leading-edge vortex with the
verticaltails. Movingthe vertical tails either inboard or outboard from the baseline location eliminated this unfavorable interac
tion.
Author
Hypersonickhicles; Hypersonic Speed; Angle of Attackyvéfiders; Stabilizers (Fluid Dynamics); Pitching Momentsitiées;
Wind Tunnel Stability Tests; Stability; Low Speed; Mach Number; Aerodynamic Characteristics; Aerodynamic Coefficients;
AerodynamicStability

1997002294 7Army Aviation Systems Comman@eroflightdynamics Directoratéoffett Field, CA USA
CONDUIT: A New Multidisciplinary Integration Envir onment for Flight Control Development
Tischler Mark B, Army Aviation Systens Commangd USA; Colbourne Jason D, California Polytechré Sate Univ, USA;
Morel, Mark R., California Polytechnt Sate Univ., USA; Biezad Danid J., California Polytechnt Sate Univ., USA; Levine,
William S., Marylard Univ., USA; Moldoveanu Veronica Marylard Univ., USA; Jun. 1997, 26p; In English
Contract(s)/Grant(s): FOP 505-59-36
ReportNo.(s): NASA-TM-112203; NAS 1.15:12203; A-976615A; USARCOM-TR-97-A-009; No Copyright; ¥ail: CASI;
A03, Hardcopy; A01, Microfiche

A state-of-the-art computational facility for aircraft flight control design, evaluation, and integraliess CONDUIT (Con
trol Designer’s Unified Interface) has been developed. This paper describes the CONDUIT tool and case study applications to
complexrotary- and fixed-wing fly-by-wire flight control problems. Control system analysis and design optiminatioods
arepresented, including definition of design specifications and system models within CONdDIdIthe multi-objective function
optimization (CONSOL-OPTCAD) used to tune the selected design parameters. Design examples are based on flight test pro-
gramsfor which extensive data are available for validation. CONDUIT is used to analyze baseline control laws against pertinent
military handling qualities and control system specifications. In both case studies, CONDUIT successfully exploitfs toade-of
tweenforward loop and feedback dynamics to significantly improve the expected handling, qualities and minimize the required
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actuatorauthority The CONDUIT systerprovides a hew environment for integrated control system analysis and design, and has
potentialfor significantly reducing the time and cost of control system flight test optimization.

Author

ApplicationsPrograms (Computers); Comtr Systems Design; Systems Analysis; Fly ing Wontol; Control Theory; Cost Re
duction; Optimization

19970022980NASA Dryden Flight Research Centedwards, CA USA
Emergency Flight Control Using Only Engine Thrust and Lateral Centerof-Gravity Offset: A First Look
Burcham,Frank W, Jt, NASA Dryden Flight Research CentefSA; Burken, John, NASA Dryden Flight Research CetiSA,
Maine, Trindel A., NASA Dryden Flight Research Center, USA; Bull, John, Caelum Research Corp., USA; Jul. 1997; 20p; In
English;33rd; Propulsion, 6-9 Jul. 1997, Seattléd, WSA; Sponsored by American Insf. Aeronautics and Astronautics, USA
Contract(s)/Grant(sRTOP 522-15-34-00-39-00
ReportNo.(s): NASA-TM-4798; H-2176; NAS 1.15:4798; AIAA Paper 97-3189; No CopyrighjlACASI; A03, Hardcopy;
AO01, Microfiche

Normally, the damage that results in a total lothe primary flight controls of a jet transport airplane, including all engines
onone side, would be catastrophic. In response, NASA Dryden has conceived geneméiight control system that usasly
the thrust of a wing-mounted engine along with a lateral center-of-gravity (CGY) offset from fuel transfer. Initial analysis and
simulationstudies indicate that such a system works, and recent high-fidelity simulation tests on theamMDBL747 suggest
that the system provides enough control for a survivable landing. This paper discusses principles of flight control using only a
wing engine thrust and CGY fskt, along with the amount of CGYfsét capability of some transport airplanes. The paper also
presents simulation results of the throttle-only control capability and closed-loop control of ground track using computer-con-
trolled thrust.
Author
MD 11 Aircraft; Boeing 747 Atraft; Contollability; Center of Gravity; Numerical Contt; Feedback Contl; Emegencies

19970023126Naval Postgraduate SchpBlept. of Aeronautics and Astronautiddonterey CA USA
Uniform System for the Rapid Pototyping and Testing of Contmollers for Unmanned Aerial Vehicles
Zanino, James A., Naval Postgraduate School, USA; Sep. 1996; 97p; In English
Report No.(s): AD-A322382; No Copyrightyail: CASI; A05, Hardcopy; A02, Microfiche

Thefield of control systems has witnessed an explosi@tate-space techniques addressing a variety of critical design issues
facing control engineers today. Modem computational tools, such as the MATRIX(x) Product Family developed by Integrated
Systemdncorporated, allow the designer to quickly design, test and implement control systems based on these state-space tech
nigues.These new computing advances shorten the time required to complete a control design from a few years to a few months.
However,as the design process progressed new inputs and outputs were required, which usually resulted in a confusing mess of
connectionghat were hard to followT herefore, a universal system was needed that could be used on any controller design to aid
in the understanding and tracking of the contr&dlémputs and outputs. A description of this system is given along with a detailed
stepby step process on how it was implemented on a Unmannecthicly (UA/).
DTIC
Pilotless Aicraft; Contollers; Computer Rsgrams

09
RESEARCH AND SUPPORT FACILITIES (AIR)

Includes airports, hangars and runways; aircraft repair and overhaul facilities; wind tunnels; shock tubes, and aircraft engine test
stands.

199700222840Id Dominion Univ, Research FoundatipNorfolk, VA USA
Large Angle Magnetic Suspension 8st Fixture Final Report 1 Nov 1995 - 31 Oct. 1996
Britcher, Colin R, Old Dominion Univ, USA; Huang, Jen-Kuang, Old Dominion URiMSA; Jan. 09, 1997; 30p; In English
Contract(s)/Grant(s): NAG1-1056
Report No.(s): NASA-CR-203234; NAS 1.26:203234; No CopyrightilACASI; A03, Hardcopy; A01, Microfiche

Progressn the areas of eddy current computations, modelling and analysis, design optimization methods, wind tunnel Mag
netic Suspension and Balance Systems (MSBS), payload pointing and vibration isolation systems, and system identification is
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reported Research accomplishments facilitated the demonstration of several new developments in the field of magnetic suspen
siontechnology

Derived from text

Magnetic Suspension; Eddy Cents; Design Analysis;idation Isolators; System Identification; Pointing CasitBystems

19970023170Army Aeromedical Research Laircrew Health and Performance DiFort RuckerAL USA
Flight Simulator Evaluation of a Novel Display to Minimize the Risks of Spatial DisorientationFinal Report
Braithwaite,Malcolm G., Army Aeromedical Research Lab., USA; Durnford, Simofrdiy Aeromedical Research Lab., USA,;
DeRocheShannon L., Army Aeromedical Research Lab., USA; Alvarez, Eduardo A., Army Aeromedical Research Lab., USA;
JonesHeber D., Army Aeromedical Research Lab., USA; Feb. 1997; 168p; In English
Contract(s)/Grant(s): DA Proj. 3M1-62787-A8-79
Report No.(s): AD-A322607; USAARL-9711 No Copyright; Aail: CASI; A08, Hardcopy; A02, Microfiche

A novel instrument display designed to reduce cognitive workload and improve accuracy of flight and recovery from a disori
entingepisode was tested against flight with standard instruments in a UH-60 dynamic helicopter si8ixtator non-UH-60
ratedpilots flew a standard instrument profile and recovered from a series of unusual attitudes both with and without a secondary
task.Results from all aspects of the assessment proved the benefits of the new Matpdany was there evidence of enhanced
flight control, but also an improved performance on a secondary task (auditory tone identification), and reduced coatrol input
rors. Evidence from analysis of the secondary task ssbmsed that cognitive workload was reduced when using the novel dis
play compared to the standard instruments. The display should be further developed to make it possible to utilize it in a head-up
displayor other night vision device. It should also be developed to include the capability to display hover information-and an in
strumentanding system. Future testing should be carried out in real flight.
DTIC
Flight Simulators; Evaluation; Risk; Disorientation; Attack éaft; Human Factors Engineering; Physics and Chemistry Ex
perimentln Space

10
ASTRONAUTICS

Includes astronautics (general), astrodynamics; ground support systems and facilities (space), launch vehicles and space vehicles;
space transportation; space communications, spacecraft communications, command and tracking,; spacecraft design, testing and
performance; spacecraft instrumentation; and spacecraft propulsion and power.

19970022253Air Force Inst. of €ch, National Air Intelligence CenteWright-Patterson AFB, OH USA
Selected Articles
Transl.into ENGLISH of Daodan ¥ Hangtian ¥inzai Jishu (China) p1-8, 18-63, 74-80, n.d; Jan. 1997; 138p; In Englésis-T
latedinto English by Leo Kanner Associates
Contract(s)/Grant(s): F33657-88-D-2188
Report No.(s): AD-A321319; NAIC-ID(RS}0502-96; No Copyright; ¥ail: CASI; A07, Hardcopy; A02, Microfiche

Thecorridor and trajectories of space vehicles during reentry flight using negative lift are studied. Numerical results are ob
tainedfor the corridors and trajectories using negative and positive lift, respeciitefollowing conclusions are obtainéal:
thecase of a layer lift-drag ratio, the first one-third reentry corridor using negdiit/is wider than that using positive lift; the
total mass cost (TMChy negative lift is smaller than that for positive lift, where TMC is the total mass of fuel consumed for the
vehicle to deorbit from the mission orbit and the mass of the thermal protection system of the vehicle, in the case of a smaller
lift-drag ratio. The two kind®f reentry trajectories produced by positive lift and negative lift are approximately the same. There
fore, the concept of return flight using negative lift is superior to that using positive lift.
DTIC
Reentry Tajectories; Spacecraftréjectories; Lift

19970022307Air Force Inst. of &h, National Air Intelligence CenteWright-Patterson AFB, OH USA

Selected Articles

DaodanYu Hangtian Yinzai Jishu; Jan. 1997, pp. 1-8; 18-63; 74-80; In Englisinslated into English by Leo Kanner Associates
Contract(s)/Grant(sF33657-88-D-2188

Report No.(s): AD-A321317; NAIC-ID(RS)T0502-96; No Copyright; ¥ail: CASI; A07, Hardcopy; A02, Microfiche
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Thecorridor and trajectories of space vehicles during reentry flight using negative lift are studied. Numerical results are ob
tainedfor the corridors and trajectories using negative and positive lift, respeciitefollowing conclusions are obtainéal:
thecase of a laer lift-drag ratio, the first one-third reentry corridor using negadifitvis wider than that using positive lift; the
total mass cost (TMChy negative lift is smaller than that for positive lift, where TMC is the total mass of fuel consumed for the
vehicle to deorbit from the mission orbit and the mass of the thermal protection system of the vehicle, in the case of a smaller
lift-drag ratio. The two kind®f reentry trajectories produced by positive lift and negative lift are approximately the same. There
fore, the concept of return flight using negative lift is superior to that using positive lift.
DTIC
Reentry Tajectories; Spacecraftréjectories; Lift

11
CHEMISTRY AND MATERIALS

Includes chemistry and materials (general);, composite materials; inorganic and physical chemistry; metallic materials, nonmetallic
materials; propellants and fuels; and materials processing.

19970022824Nippon Bunri Univ, Dept. of Aeronautical Engineeringapan
Initiation and Pr opagating Behaviors of Surface Fatigue Cracks in 2017-T4 Adraft Structural Aluminium Alloy
Kawano, Koken, Nippon Bunri UnivJapan; #suda, Sachio, Nippon Bunri Unidapan; Kuwabarao8hihisa, Nippon Bunri
Univ., Japan; ¥nezawa, Makoto, Nippon Bunri Unjapan; Bulletin of Nippon Bunri University; Oct. 1998]iwmne 21, No.
2, pp. 19-26; In Japanese; Also announced as 19970022823; No Copyvigiht|ssuing Activity (Nippon Bunri Uniy Japan),
Hardcopy,Microfiche

Theeffect of bending and torsional fatigue loading on the crack initiation and propagation is investigated for a 2017-T4 air
craft structural aluminum alloylicrocracks were observed with the afdSEM. The following conclusions are drawn: (1) Based
onthe relation between the crack length and the logarithm of fatigue life, the crack propagation ratios are almost identical for the
samestress levels; (2) the relation between the crack propagation speed and the stress intensity factor are almost linear; and (3
basedon the dl/dn - delta K relation, the material constant m is approx. 3.27.
Author
AluminumAlloys; Crack Initiation; Crack Rrpagation; Fatigue (Materials); A@raft Structues; Surface Cracks; Miocracks

19970023094AVRO International Aerospac®ost Station 38Moodford, UK
Qualification of Chromate-Free Primers for Application to Aircraft Structur e
Higgins,A., AVRO InternationdAerospaceUK; Feb. 1997, 10p; In English; Also announce as 19970023078Copyright
Waived;Avail: CASI; A02, Hardcopy; A02, Microfiche

Paintprimers used on metallic aircrafructure are the major contributing element in the protection of the structure against
corrosion. Qualification testing of primers for use on aircraft structure is therefore aimed at assessing if adequate service perfor
mance can be achieved. All assessors use accelerated degradation testing based on long term immersion in fluids to which thi
aircraftstructure will be subjected in service, thermal cycling, exposurgtohumidity and various corrosion tests. Accelerated
corrosion testing is the primary method used in most qualification specifications for assessing service life expectancy of the
primedmetallic surface. The variability aervice conditions and the lack of precise data of service life to corrosion test perfor
mancemake this assessment subjective. The general performance of chromated primers in service can be used to compare respec
tive accelerated corrosion test performance of alternative primers. Consideration needs to be given to the fact that chromatec
primers are capable of protecting structure for well past the airframe service life in most areas. This means that chromate-free
alternativeswith lower accelerated test performance could be considered for areas of the structure where the performance in ser
vice is assessed to be adequate. The variation in approach to assessment and in the test methods used by different airfran
manufacturerand those called up in national specifications needs to be rationalized and better defined if the primer manufacturers
areto be able to provide the airframe industry with a suitable chromate-free alternative primer
Author
Aircraft Structues; Accelerated LifeeBts; Corosion Bsts; Metal Surfaces; Primers (Coatings); Paints; Emwiment Potection

19970023160Purdue Uniy School of Aeronautics and Astronautidgest Lafayette, IN USA

Luminescent Paint for Pressue and Temperature Measuiements on Rotating Machinery Final Report

Sullivan,John, Purdue UniyUSA, Liu, Tianshu, Purdue UnivUSA; Burns, Steve, Purdliniv., USA; Campbell, Bryan, Pur
dueUniv., USA; Dec. 30, 1996; 94p; In English
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Contract(s)/Grant(s): F49620-95-1-0031
Report No.(s): AD-A322692; AFOSR-97-0127TR; No Copyrightaik CASI; A05, Hardcopy; A01, Microfiche
Thisrepot is an overview of the aurrent state d temperatureand pressure-sensitevluminescenpaint techniquesTopics
include photophysicafoundationspaint preparatim and calibration measuremersystems accuracy,andtime responseAp-
plicationsof the luminescent paint technique in aerodynamic testing are discussed and results of measurements of a transonic rotor
arepresented.
DTIC
Rotation; Vihd Tunnel BEsts; Rotors; Compssors; Aesdynamic Characteristics; Paintsrdnsonic Flow; Luminescence

12
ENGINEERING

Includes engineering (general); communications and radar, electronics and electrical engineering; fluid mechanics and heat
transfer; instrumentation and photography; lasers and masers; mechanical engineering, quality assurance and reliability; and
structural mechanics.

19970022205NASA Ames Research Centdfoffett Field, CA USA
Measurement of Air Flow Characteristics Using Seven-Hole Cone Bbes
Takahashi, imothy T., NASA Ames Research Cent&fSA; May 1997; 60p; In English
Contract(s)/Grant(s): FOP 505-59-53
ReportNo.(s): NASA-TM-112194; NAS 1.15:12194; A-976463A; No Copyright;vail: CASI; A04, Hardcopy; A01, Micro
fiche

Themotivation for this work has keen the developmenhof a wake aurvey system A seven-hoé probe can measue the ds-
tribution of static pressuretotd pressureand flow angularity in a wind tunné environment The autha describe the develop-
mentof a dmple, very efficient algorithm to comput flow properties from probe tip pressureslts acurag and applicability
to unsteadyturbulent flav are dscussed.
Author
Air Flow; Flow Characteristics; Ressue Distribution; Static Pessue; Wind Tunnels; Unsteady Flow

19970022325Wright Lab, Fan and Compressor Bran&hright-Patterson AFB, OH USA
Vibrational Analysis of a 1/4 inch Stainless Steel Kulite Ribe Final Report Aug. 1993 - Jan. 1995
Cunningham, Cameron C.,rfight Lab., USA; Oct. 1996; 53p; In English
Contract(s)/Grant(s): AF Proj. 2307
Report No.(s): AD-A321086; No CopyrightyAil: CASI; A04, Hardcopy; AO1, Microfiche
Thisreport describes the techniques, equipmentyeswlts from the analysis of the frequency response of the 1/4 inch stain
less-steetraversing Kulite probe used in the Compressor Aero Research Fddilibpigh the use of a shake table, the experimen
tal response of the probe was found and compared to a theoretical model.
DTIC
Gas Trbines; Tirbocompessors; bration Effects; Fequency Response;d3sue Sensors

19970022522Sandia National LabsAlbuquerque, NM USA
Visual Inspection Reseach Project Report on Benchmark InspectionsFinal Report
SpencerFloyd W, Sandia National Labs., USA; Oct. 1996; 59p; In English
Report No.(s): AD-A32199; DOT/IAA/AR-96/65; No Copyright; Aail: CASI; A04, Hardcopy; A01, Microfiche

Recognizinghe importance of visual inspection in the maintenance of the civil air fleetAthéBked the Aging Aircraft
Nondestructivenspection lidation Center (AANC) at Sandia National Labs in Albuquerque, NM, to establish a visuat inspec
tion reliability program. This report presents the results of the first phase of that program, a benchmark visual inspection reliability
experiment. The benchmark experiment had 12 airline inspectors perform specific inspection tasks on AANC’s Boeing 737 in
orderto estimate overall performance characteristics of a typical set of inspectors on a typical set visual inspection tasks. The report
alsoincludes a separate but relaprdbability of detection study on small but visible cracks at rivet locations on fabricated fuse
lage skin splices. Conclusions are drawn with respect to quantification of inspection reliability, search and decision aspects of
visualinspection, use of job cards during inspection, and inspector specific faftotmgfvisual inspection performance.
DTIC
Aircraft Maintenance; Nondestructivests; Airline Operations; Boeing 737 &iaft; Inspection; sual Tasks
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19970022580Massachusetts Inst. oédh, Lincoln Lab, Lexington, MA USA
Beacon Radar and TCAS Reply Rates: Airborne Measw@ments in the 1090 MHz Band
Harman William H., Massachusetts Inst. oédh., USA; Brennan, Martin J., Massachusetts InstechT USA;Jan. 29, 1997;
40p;In English
Contract(s)/Grant(s): F19628-95-C-0002; ADR-93-Z-02012
Report No.(s): AD-A321599; PC-256; No Copyright; #ail: CASI; A03, Hardcopy; A01, Microfiche

The Federal Aviation Administration (FAA) is in the process of developing Automatic Dependent Surveillance Broadcast
(ADS-B) technigues. In one candidate system, GPS-Squatieh aircraft periodically broadcasts messages, catiedters,’
that report the aircraft’s identification, position, and velocity. The position and velocity information may be obtained from the
Global Positioning System (GPS). Reception of squitters can be used for several purposes, including surveillance of airborne air
craft by a groundtation,surveillance of aircraft on the airport surface, andaair surveillance. In developing the new system,
it is necessary to know the rates of existing signal transmissions in the 1030 and 1090 MHz frequency bands, which are the beacon-
radar and TCAS interrogation and reply channels. The GPS-Squitter would be transntiitteetiifi0 MHz band, like a reply
A key issue is the possibility afterference to squitter reception from existing signals in the 1090 MHz band. to validate initial
calculationsLincoln Laboratory is making direct measurements of the ratesisting transmissions in both hands. This report
describeghe measurements in the 1090 MHz band. An instrumented aircraft was flow n from Bdsémn York and other loca
tions while recording 1090 MHz receptions. The data has been processed to show the reception rates for Mode S replies and, sepz
rately, ATCRBS replies. The results have been plotted to show received rates vs. time and location. Resiscotbigiven
for Boston, New rk, Philadelphia, Atlanta, Dallas, Lakeland FL, and the Los Angeles Basime3ties have also been used
to support analyses of GPS-Squitter performance under current conditions and projected into the future.
DTIC
Air Traffic Contol; Radar Beacons; Airaft Safety; SignalfBnsmission; Measuring Instruments

19970022698NASA Langley Research Centétampton, YA USA
Structural T est Documentation and Results for the McDonnell Douglas All-Composite M§ Stub Box
Jegley Dawn C., NASA Langley Research CentéBA; Bush, Harold G., NASA Langley Research Cett#&A; Apr. 1997;
102p; In English
Contract(s)/Grant(s): FOP 538-10-1-06
Report No.(s): NASA-TM-10204; NAS 1.15:10204; No Copyright; ¥ail: CASI; A06, Hardcopy; A02, Microfiche

Theresultsof a series of tests conducted at the NASA Langley Research Center to evaluate the behavior of an all-composite
full-scalewing box are presented. The wing stub box is representative of a section of a commercial transport aircraft wing box
and was designed and constructed by McDonnell Douglas Aerospace Company as part of the NASA Advanced Composites
Technology(ACT) program. €sts were conducted with and without low-speed impact damage and repairs. The structure with
nonvisible impact damage carried 140 percent of Design Limit Load prior to failure through an impact site.
Author
Impact Damage; Composite Struatsr Whgs; Loads (Fazes); Commaeiial Aircraft; Failure; Composite Materials

19970022901Princeton Uniy NJ USA
Turbulent Reacting Flows at High SpeedFinal Report 1 Sep. 1993 - 31 Aug. 1996
Smits,Alexander J.Princetan Univ., USA, Dryer, FrederickL., Princeta Univ., USA; Fielding, J., Princeta Univ., USA;
Sep.30, 1996, 22p; In English
Contract(s)/Grant(s): F49620-93-1-0478; AF Proj. 3484
Report No.(s): AD-A322023; AFOSR-TR-97-0097; No Copyrightaifs CASI; A03, Hardcopy; A01, Microfiche

A pilot-scale supersonimombustion tunnel was designed and constructed to operate with initial stagnation temperatures up
to 900 K and static pressure and stagnation temperature ranges of 0.01-0.1 atm. and 290-900 K, resptatitedy chamber
without vitiation of the nitrogen/oxygen gasipply Through the addition of hydrogen in the upstream settling chathbeafec-
tive operating stagnation temperature in the test section was extended to 1100 K. The tunnel facility was instrumented with a
Schlieren/shadowgraggystem and chge-coupled device (CCD) intensified imaging of chemiluminescence from excited state
hydroxyl radicals to study the initiation and combustion properties of nitrogen-diluted hydrogen/oxygen mixtures under Mach
3.0flow conditions over both flat plate and wedge-shagmter bodies. Reaction initiation by recoverfg@s on noncatalytic
andcatalytic surfaces, as well as through seeding of the flow with radicals, was investigated.
DTIC
Supersonic Wind Tunnels; Turbulent Flow; Supersonic Combustion; Imaging Techniques; Operating Temperature; Chemilu-
minescenceydroxyl Radicals; Reacting Flow

17



19970022945Institute for Computer Applications in Science and EnginegHiagnpton, YA USA
The Effect of Three-Dimensional Feestieam Disturbances on the Supersonic Flow Past aatige Final Report
Duck, Peter W ManchesteUniv., UK; Lasseigne, D. Glenn, Old Dominion URiWSA; Hussaini, M. ¥ Florida State Uniy
USA; Jun. 1997; 32p; In English
Contract(s)/Grant(s): NAS1-19480TRP 505-90-52-01
ReportNo.(s): NASA-CR-201698; NAS 1.26:201698; ICASE-97-26; No Copyrigh&ilACASI; A03, Hardcopy; A01, Micro
fiche
Theinteraction between a shock wave (attached to a wedge) and small amgiiteelalimensional disturbances of a-uni
form, supersonic, freestream flow are investigated. The paper extends the two-dimensional study chilthobuegth the use
of vector potentials, which render the problem tractable by the same techniques as in the two-dimensional case, in particular by
expansiorof the solution by means of a Fourgessel series, in appropriately chosen coordinates. Resufteeaemted for spe
cific classes of freestream disturbances, and the study shows conclusively that the shock is stable to all classes of disturbance
(i.e.time periodicperturbations to the shock do not grow downstream), provided the flow downstream of the shock is supersonic
(looselycorresponding to the weak shock solution). Thighiswn from our numerical results and also by asymptotic analysis of
the FourierBessel series, valid far downstream of the shock.
Author
Supersonid-low; Uniform Flow; V¢dges; Shock &Ves;Free Flow; Fourier Series; Aedynamic Characteristics; Aedynamic
Stability

19970023005Naval Postgraduate SchpMonterey CA USA
Experimental Investigation of Flow Control by Means of Airfoil Flapping
Yue, Jiannwoei, Naval Postgraduate School, USA; Sep. 1996; 94p; In English; Original contains color plates
Report No.(s): AD-A322347; No Copyrightyail: CASI; A05, Hardcopy; A01, Microfiche

Flappingairfoils generate thrust-producing jet-like wakes. It therefore is the objective of this investigagigriore whether
this feature can be used fofettive flow control. to this end, the flow characteristics of flapping airfoils are first explored in a
watertunnel experiment, using dye flow visualization dskrdoppler velocimetehe efect of airfoil flapping frequency and
amplitudeof oscillation and of flow velocity on the wake flow characteristics are deterniihetis followed by a second water
tunnelexperiment, where a small flapping airfoil is mounted in and near the separated flow region caused by the flow ever a back
ward-facingstep. The déct of airfoil size, location, frequencgnd amplitude of oscillation on the separated flow regiagasn
determinedby means of lasatoppler velocimetett i s found that theeattachment length of the separated flow region can be
reduced by as much as 70%.
DTIC
Experimentation; Investigation; Flowidtialization; Airfoils; Flapping

19970023056Pennsylvania State Unj\Dept. of Aerospace Engineerirgniversity Park, R USA
Three Dimensional ¥scous Flow Field in an Axial Flow Tirbine Nozzle Passaged-inal Report
Ristic, D., Pennsylvania State UniWSA; Lakshminarayana, B., Pennsylvania Stia., USA; May 1997; 198p; In English
Contract(s)/Grant(sNAG3-555; ROP 523-26-33
Report No.(s): NASA-CR-4779; NAS 1.26:4779; E-10772; No CopyrighilACASI; A09, Hardcopy; A03, Microfiche

The objective of this investigation is experimental and computational study of three dimensional viscous flow field in the
nozzlepassage of an axial flow turbine stage. The nozzle passage flow field has been measured using a two sensor hot-wire probe
atvarious axial and radial stations. In addition, two component LDV measureat@ms axial station (x/c(sum m) = 0.56) were
performedto measure the velocity field. Static pressure measurements and flow visualization, using a fluorescent oil technique,
werealso performed to obtain thecation of transition and the endwall limiting streamlines. A three dimensional boundary layer
code,with a simple intermittency transition model, was used to predict the viscous layers along tlaathladéwall surfaces.
Theboundary layers on the blade surface were found to be very thin and mostly lexdeat on theuction surface downstream
of 70% axial chord. Strong radial pressure gradient, especially close to the suction surface, induces strong cross flow components
in the trailing edge regions of the blade. On the end-walls the boundary layers were muchetbpeally near the suction corner
of the casing surface, caused by secondary. fildwe secondary flow region near the suction-casing surface corner indicates the
presencef the passage vortex detached from the blade surface. The corner vortex is found to be very peegedeof a
closely spaced rotor downstream (20% of the nozzle vane chord) introduces unsteadiness in the blade passage. The measure
instantaneouselocity signal was filtered using FFT square window to remove the periodic unsteadiness introduceldwythe
stream rotor and fans. The filtering decreased the free stream turbulence level from 2.1% to 0.9% but had no influence on the
computedurbulence length scale. The computation of the three dimensional boundary layers is found to be accuratezie the
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passagélade surfaces, away from the end-walls and the secondary flow region. On the nozzle passage endwall surfaces the pres
enceof strong pressure gradients and secondary flow limit the validity of the boundary layer code.

Author

Axial Flow Turbines; Thee Dimensional Flow;i8cous Flow; Nozzle Flow; Aedynamic Characteristics; ©ss Flow

19970023059NASA Dryden Flight Research CentEdwards, CA USA
STARS: An Integrated, Multidisciplinary , Finite-Element, Structural, Fluids, Aeroelastic, and Aepservoelastic Analysis
Computer Program
Gupta, K. K., NASA Dryden Flight Research Cent¢BA; May 1997; 286p; In English
Contract(s)/Grant(s): FOP 953-36-00
Report No.(s): NASA-TM-4795; NAS 1.15:4795; H-2151; No CopyrigaiA CASI; A13, Hardcopy; A03, Microfiche

A multidisciplinary, finite element-based, highly graphics-oriented, linear and nonlinear analysis capability that includes
suchdisciplines as structures, heat trandfaear aerodynamics, computational fluid dynamics, and corgngmeering has been
achieved by integrating several new modules in the original STARS (STructural Analysis RoutineS) computer program. Each
individual analysis module is general-purpose in nature andestisely integrated tyield aeroelastic and aeroservoelastic solu
tionsof complex engineering problems. Examples of advanced NASA Dryden Flight Research Center projects analyzed by the
codein recent years include the X-29A, F-18 High AlgRasearch &hicle/Thrust ¥ctoring Control System, B-52/Pegasus Ge
neric Hypersonics, National AeroSpace Plane (NASP), SR-71/Hypersonic Launch Vehicle, and High Speed Civil Transport
(HSCT)projects. Extensive graphics capabilities exist for convenient model development and postprocessing of analysis results.
The program is written in modular form in standard FORTRAN language to run on a variety of computers, such as the IBM
RISC/6000SGlI, DEC, Crayand personal computessociated graphics codes use OpenGL and IBM/graPHIGS language for
color depiction. This program is available from COSMIC, the NASA agency for distribution of computer programs.
Author
Aeroservoelasticity; Computational Fluid Dynamics; Computer Programs; Finite Element Method; Graphic Arts; Structural
Analysis;Nonlinearity; Heat Tansfer; Aeodynamics

19970023091National Aerospace LakEmmeloord, Netherlands
Cadmium Substitution on Aircraft
Vaessen(., National Aerospace Lab., Netherlands; AndrewsSiort Bros. and Harland Ltd., UK; Brindle, C., British Aero
spacePublic Ltd. Co., UK; Hultgren, E., Saab-Space A.B., Sweden; Kock, E., Deutsche Aerospace A.G., Germany; Marchandise,
D., Aerospatiale, France; tHart,.ViNational Aerospace Lab., Netherlands; Smith, C. J. E., Defence Research, Ai&riegb.
1997;6p; In English; Also announced as 19970023078; Copyrigitédl; Asail: CASI; A02, Hardcopy; A02, Microfiche

A Garteur (Grougor Aeronautical Research andchnology in Europe) collaborative program of research being undertaken
to evaluate alternatives to cadmium platiagthe corrosion protection of high strength steel aerospace components and fasteners
is described. Coatingseing investigated include electrodeposited zinc-nickel and zinc cobalt-iron, ion vapor deposited-and elec
trodepositedluminum, metallic-ceramic deposits containing zinc and aluminum flakes and magnetron sputtered ataginum
nesium coatings. The program is examining both the corrosion resistance of the coatings and their galvanic compatibility with
aluminumalloy airframe materials. Thefe€ts ofcoatings on fatigue life and susceptibility to hydrogen embrittlement are being
determinedPhysical properties including conductivity and lubricity are being studied, microstructure and resistance to aircraft
fluids. The program involves research in seven laboratories from the aerospace research amgtithteaircraft industry based
in France, Germanyhe Netherlands, Sweden and the United Kingdom.
Author
Corrosion Prevention; Protective Coatings; Electrodeposition; Magnetron Sputtering; Microstructure; Corrosion Resistance;
Airframe Materials; Aluminum Alloys; Resedr; \apor Deposition; High Semgth Steels
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GEOSCIENCES

Includes geosciences (general), earth resources and remote sensing; energy production and conversion; environment pollu-
tion, geophysics, meteorology and climatology, and oceanography.

19970022603NASA Goddard Space Flight Cent&reenbelt, MD USA

Atmospheric Effects of Subsonic Aicraft: Interim Assessment Report of the Advanced Subsonicethnology Pogram
Friedl, Randall R., EditpiNASA Washington, USA; May 1997; 168p; In English
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Contract(s)/Grant(s): FOP 538-09-16
ReportNo.(s): NASA-RP-1400; NAS 1.61:140Bept-97B00048; No Copyright,vail: CASI; A08, Hardcopy; A02, Microfiche

Thisfirst interim assessment of the subsonic assessment (SASS) project attempts to summarize concisely the status of out
knowledge concerning the impacts of present and future subsonic aircraft fleets. It also highlights the major areas of scientific
uncertaintythrough review oexisting data bases and model-based sensitivity studies. In view of the need for substantial improve
ments in both model formulatiossd experimental databases, this interim assessment cannot provide confident numerieal predic
tions of aviation impacts. However, a number of quantitative estimates are presented, which provide some guidance to policy
makers.
Author
AtmosphericEffects; Subsonic Adraft; Predictions; Estimates; Data Bases; Numerical Analysis

19970023387Massachusetts Inst. o€dh, Cambridge, MA USA
Assimilation of Altimeter Data into a Quasigeostophic Model of the Gulf Stream System, Part 2, Assimilation Results
CapotondiAntonietta, Vdods Hole Oceanographic Inst., USA; HollaWdlliam R., National Center for Atmospheric Research,
USA; Malanotte-Rizzoli, Paola, Massachusetts Inst.eathl, USA; Journal of Physical Oceanography: Part 1; Jun. 1895n¥
25,No. 6, pp. 153-1173; In English
Contract(s)/Grant(s): JPL-958208; NAGw-27I-16-351B
ReportNo.(s): NASA-CR-204983; NAS 1.26:204983; CopyrighaiVéd (NASA); Avail: CASI; A03, Hardcopy; A01, Micro
fiche

The improvement in the climatological behavior of a numerical model as a consequence of the assimilation of surface data
is investigated. The model used for this study is a quasigeostrophic (QG) model of the Gulf Stream region. The data that have been
assimilatecare maps of sea surface heitjffdt have been obtained as the superposition of sea surface height variability deduced
from the Geosat altimeter measurements and a mean field constructed from historical hydrographic data. The method used for
assimilatingthe data is the nudging technique. Nudging has been implemented invgagasto achieve a high degree of conver
genceof the surface model fields toward the observations. Comparisons of the assimilation results with avaitaleserva
tions show a significant improvement in the degree of realism of the climatological model behavior, with respect to the model
in which no data are assimilated. The remaining discrepancies in the model mean circulation seem to be mainly associated with
deficienciesn the mean component of the surface data that are assimilated. On the other hand, the possibility of building into the
modelmore realistic eddy characteristics through the assimilation sliti@ce eddy field proves very successful in driving-com
ponentsof the mean model circulation that are in relatively good agreement with the available observations. Comparisons with
currentmeter time series during a time period partially overlapping the Geosat mission show that the model is able to 'correctly’
extrapolatahe instantaneous surface eddy signals to depths of approximately 1588 ourrelation coétient between current
meterand model time series varies from values close to 0.7 in the top 1500 m to values as low as 0.1-0.2 in the deep ocean.
Author
Altimeters; Assimilation; Gulf Stam; Mathematical Models; Ocean Surface; Hgtaphy; Geosat Satellites; Climatology
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Includes life sciences (general); aerospace medicine; behavioral sciences; man/system technology and life support; and space biology.

19970022803York Univ., Dept. of PsychologyOntario Canada
Visual and Auditory Sensitivities and Discriminations Final Report 15 Dec. 1993 - 14 Dec. 1996
Regan, David, ¥tk Univ.,, Canada; Dec. 14, 1996; 163p; In English
Contract(s)/Grant(s): F49620-94-1-0083; AF Proj. 2313
Report No.(s): AD-A321301; AFOSR-TR-97-0084; No Copyrightais CASI; A08, Hardcopy; A02, Microfiche

This paper discusses the following topics: (1) The ability to judge time to collision with an approaching object is high in cen
tral vision but considerably poorer in peripheral vision. (2) A pilot's time to collision with a simulated approaching helicopter
dependn the relative contributions of ownship speed argktaspeed. (3) Binocular judgementsiu# direction of motion in
depthare similar for motion in the vertical and horizontal meridians. (4) Spatial frequengyoral frequengyrientation and
contrastare processed independently and in parallel. (5) Orientation discrimination for cyclopean form and texture-defined form
canbe as acute as for luminance-defined form. (6) A letter test for measuring the ability to see and recognize texture-defined form
hasbeen made freely available. (7) A physiologically-plausible model of the recognitiextofe-defined letters has been devel
oped.(8) The ability to recognize texture-defined, motion-defined and luminance-defined letters can be independently lost in pa

20



tientswith multiple sclerosis. (9) Magnetic brain recording has been used to identify and locate an audio-visuzénonesea

in human brairand centres for coldefined, texture-defined, and luminance-defined form. (10) Mathematical methadxefior

ing the response of auditory hair cells to complex amplitude modulated tones and the harmonic distortion of a pure tone caused
by the hair cell transducer function have been developed.

DTIC

Visual Acuity; Helicopters; Auditory Peeption; Aicraft Pilots

19970022871NTlI, Inc, Dayton, OH USA
Assessing the Performance Impact of G-Forces: Design of the Acceleration Performance Assessment Simulation Sys-
tem(A-PASS) Final Report May - Nov 1995
ODonnell,Robert D., NTI, Inc., USA; Cardenas, Rebecca, NTI, Inc., USA; Hddyglas, NTI, Inc., USA; ShaWobert, FCI
Associates|nc., USA; Dec. 1995; 72p; In English
Contract(s)/Grant(s): F41624-95-C-6005; AF Proj. 3005
Report No.(s): AD-A320232; AL/CF-TR-1996-0093; No Copyrightai CASI; A04, Hardcopy; A01, Microfiche

A performance assessment system for use on a man-rated centrifuge is discussed. The problem of measuring human perfor
manceduring high G flight simulation is addressed. This research addressed the fundanobigat of using laboratory data
to assess the operational military impact (OMI) of physiological stresses. First, a battery of flight task simulations was eonceptual
ized, based on current performance assessment tissmynd, a procedure was demonstrated for converting laboratory measures
from this battery into measures of OMI. Specificapgrformancelata were entered into high-fidelity computer models of aircraft
missionsyielding estimates of the military impact of stressors on human performance (e.qg., kill prolwtulitar error - CEP
survivability, etc.). In the pilot demonstration, théeet of a hypothetical stressor on a pop-ug@iground maneuver in the FAE
aircraftwas evaluated. In the undegraded state, the CEP was 25.0 feet (S.D. 10.8 feet). In the degraded state, the CEP was 50.
feet(S.D. 21.9 feet). This demonstration proved the feasibility of providing operationally meaningful metrics based on laboratory
performancelata.
DTIC
Performance Rediction; Centrifuges; High Gravity Enginments; Human Performance; Flight Simulation; Flighe®@s
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MATHEMATICAL AND COMPUTER SCIENCES

Includes mathematical and computer sciences (general); computer operations and hardware, computer programming and software;
computer systems; cybernetics; numerical analysis, statistics and probability; systems analysis; and theoretical mathematics.

19970022642Carnegie-Mellon Uniy Software Engineering InsPittsbugh, A USA
A Case Study in Structural Modeling Final Report
Chastek, GaryCarnegie-Mellon Uniy USA; Brownsword, Lisa, Carnegie-Mellon UniWSA; Dec. 1996; 64p; In English
Contract(s)/Grant(s): F19628-95-C-0003
ReportNo.(s): AD-A320528; CMU/SEI-96-TR-035; ESC-TR-96-035; No CopyrigwgilA CASI; A04, Hardcopy; AO1, Micro
fiche

This report is one in a series of Software Engineering Institute (SEI) case studies in software architecture. It describes structur
al modeling, a technique for creating software architectures based on a small set of design elements called structuraltypes. Struc
tural modeling resulted from thefefts of the Air Force Aeronautical Systems Command (ASC/YW) and has been used by Air
Forcecontractors since the late 1980glesign lage-scale, high-fidelity aircrew trainer simulation software. This report examines
thechanges, resulting from the use of structural modeling, to the tastdtware architecture andttte development methods
used.
DTIC
SoftwareEngineering; Computerized Simulation; Flight Simulation; Fligi#ifing; Flight Simulators; Taining Devices

19970022984National Aerospace Lablokyo, Japan

Development of Flight Simulation Pogram for the HYFLEX V ehicle and Flight Analysis

Suzuki, Hirokazu, National Aerospace Lab., Japan; Matsumoshiaki, Mitsubishi Space Software Corp., Japan; Jan. 1997;
ISSN 0389-4010; 58p; In Japanese

Report No.(s): NAL-TR-1317; No Copyrightyail: CASI; A04, Hardcopy; A01, Microfiche
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This paper describes a flight simulation program, used to analyze the navigation, guidance and control system and for flight
analysisof the hypersonic flight experiment vehicle (HYFLEX). Up to this time, the earth had been considered as a sphere at NAL.
Theflight simulation was carried out using the model at the pre- design phase of the HYFLEX. Homareeprecise flight analy
sishad to be carried out to predict the splash down point as we planned to recover the HYFLEX vehicle. In thigopeqenci
natesystems were newly introduced to deal with the earth as a ellipsoid of revolution and new equations of motion were derived.
Also, the gravity model was changed to the model mentioned in Reference 4. to maintain precision, two state vectors were newly
defined. The designed navigation, guidance and control system of the HYFLEX is proved to satisfy the mission requirements
throughthe results of flight analysis. Furthemore accurate data of the nominal impact point and dispersion of the impact point
areobtained.

Author
Hypersonic Flight; Experiment Design; Flight Simulation; Navigation

19970022997Geogia Inst. of Bch, School of Aerospce Engineeringtlanta, GA USA
AASERT: Adaptive Control for Diagnosis of Tansient Vortex Interactions Final Report Jan. 1993 - Nov1996
Komerath, Narayanan M., Georgia Inst. of Tech., USAgilalohn C., Georgia Inst. of Tech., USA; Darden, Leigh-Ann,
Georgialnst of Tech, USA; Dishman David, Georgia Inst of Tech, USA; PetersonKevin G., Georga Inst of Tech, USA;
Ames,Richard Georga Inst of Tech, USA; Jan 29, 1997, 81p; In English
Contract(s)/Grant(s): F49620-93-1-0342; AF Proj. 2307
ReportNo.(s): AD-A322308; GIRER-EAD-97-1; AFOSR-TR-97-0136; No Copyrightyail: CASI; A05, Hardcopy; A01, Mi
crofiche

Two inventions enabled substantial progress on related problems. ilileViven Dynamic Manipulator enables high rate,
arbitrarytrajectory simulation of aircraft maneuvers in the wind tunnel. Adaptive control has been used tpecacwerately
to specified pitch histories using this light and flexible robotic device, powered by wirglyeAetive stabilization has been used
to develop a pitch roll yaw manipulator. Laser sheet imaging during pitch yaw maneuvers of a YF-22 model showed transient
vortexinteractions even duri ng quasi static motions. Dynamic pitch derivatives were measured using system ideatification
periodicexcitation. Static and transient force measurement are feasible. The Stagnation Point AcitipenaldPs suppression
andamplification of forebody vortex asymmetproviding efectiveroll yaw control at high angle of attack. TheASftoduces
roll and yaw codicients similar to those of blowing and strakes, with continuous, high rate control of the asyrivirejrsock
hasbeen induced and suppressed with high repeatalilégewise lineafrequency domain transfer functions have been used
to model the response of the pressure and the roll momenitdedBction. \arious time scales are identified.
DTIC
Adaptive Contl; Diagnosis; Vrtices; Whd Tunnel Ests; Flight Simulation

19970023106Alabama Uniy Electrical and Computer Engineering Deptuntsville, AL USA
OPAD-EDIFIS Real-Time Processing Final Report
Katsinis, Constantine, Alabama UniWJSA; Jun. 1997; 42p; In English
Contract(s)/Grant(s): NAS8-38609
Report No.(s): NASA-CR-20501 NAS 1.26:205011; No CopyrightyAil: CASI; A03, Hardcopy; A01, Microfiche

The Optical Plume Anomaly Detection (BB) detects engine hardware degradatiéflight vehicles through identification
and quantification of elemental species found in the plume by analyzing the plume emission speesiitima mode. Real-time
performancef ORAD relies on extensive software which must report metal amounts in the plume faster thameoyn€e5 sec.
OPAD software previously written by NASA scientists performed most necessary functions at speeds which were fdratelow
is needed for real-time operation. The research presented in this report improseecihitton speed of the software by optimizing
the code without changing the algorithms and converting it ingarallelized form which is executed in a shared-memory multi
processor system. The resulting code was subjected to extensive timing analysis. The report alssyggeistams for further
performancemprovement by (1) identifying areas of algorithm optimization, (2) recommending commercially available multi
processoarchitectures and operating systems to support real-time execution and (3) presenting an initial study of fault-tolerance
requirements.
Author
Optical Measurement; Aircraft Engines; Plumes; Real Time Operation; Computer Programs; Multiprocessing (Computers);
Fault Detection
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PHYSICS

Includes physics (general); acoustics, atomic and molecular physics, nuclear and high-energy; optics, plasma physics; solid-state phys-
ics,; and thermodynamics and statistical physics.

19970022251NASA Langley Research Centétampton, YA USA
A Study of Fundamental Shock Noise Mechanisms
MeadowsKristine R., NASA Langley Researenter USA; Apr. 1997; 106p; In English; Original contains color illustrations
Contract(s)/Grant(sRTOP 505-59-52-03
Report No.(s): NASA-TP-3605; NAS 1.60:3605; L-17530; No CopyrighgilACASI; A06, Hardcopy; A02, Microfiche

This paper investigates two mechanisms fundamental to sound generation in shocked flows: shock motion and shock de-
formation.Shock motion is modeled numerically by examining the interaction of a sound wave with a shock. This numerical ap
proachis validated by comparison with results obtained by linear theory for a small-disturbance case. Analysis of the perturbation
energywith Myers’ enegy corollary demonstrates that acoustic gypés generated by the interactiohacoustic disturbances
with shocks. This analysis suggests staick motion generates acoustic and entropy disturbanagyeBhock deformation is
modelednumerically by examining the interaction of a vortex ring with a shock. These numerical simulations demonstrate the
generatiorof both an acoustic wave and contact surfaces. The acoustic wave spreads cylinthieaiund intensity is highly
directional and the sound pressure increases with increasing shock strength. The numerically determined relationship betweer
thesound pressure and the Mach number is found to be consistent with experimental observations of shock noise. This consistency
impliesthat a dominant physical process in the generation of shock noise is modeled in this study
Author
Shock \&ves; Aendynamic Noise; Acoustic Emissiorgriéx Rings; Noise Generators; Eofry

19970022279NASA Langley Research Centétampton, YA USA
Inlet Shape Effects on the FaiField Sound of a Model Fan
Clark, L. R., NASA Langle/ Researb Center USA; ThomasR. H., Virginia Polytechnt Inst and Sate Univ., USA; Doug-
herty, R. P., Boeing Commercial Airplane Co., USA; Farassat, F., NASA Langley Research Center, USA; Gerhold, C. H.,
NASA Langley Research Center, USA; 1997; 14p; In English; Bedoacoustics, 12-14 May997, Atlanta, GA, USA;
Sponsoredy Nationd Oceant and Atmosphert Administration, USA
ReportNo.(s): NASA-TM-112838; NAS 1.15:12838; AIAA Paper 97-1589; No Copyrightyail: CASI; A03, Hardcopy; A01,
Microfiche

A wind tunnel test was conducted to determine tfeces of inlet shape on fan radiated noise. Four inlet geometries, which
includeda long standard flight type inlet, a short, aggressive flight inlet a scarf inlet, and an elliptioakbi@étvestigated in
the study Thefan model used in the study was a 0.1 scale of the Pratt and Whitney Advanced Ducted Propeller (ADP), an ultra
high bypasgatio turbofan engine. Acoustic data are presented for a fan speed of 70% (12,000 rpm) and a tunnel speed of 0.10
Machnumbery The fan was configured with a 16-bladed rotor and a 40 stator vane set that were separated by 2.0 chord lengths.
The radiated noise was measured with 15 microphones on a boom that traversed the length of the tunnel test section. Data fron
thesemicrophones are presented in the form of sideline angle directivity plots. Noise associated with the tessinletspre
dictedusing a ray acoustics code. Inlet shape has been found to have a signfficaimineboth tone anidroadband noise, and
the non-axisymmetric inlet shape can be used for a noise reduction method.
Author
Far Fields; \anes; Tirbofan Engines; Sbuded Popellers; Stators; Noise Reduction; Geometrical Acoustics; Fan Blades; Aer
dynamicNoise; Acoustic Riperties

19970022599NASA Langley Research Centétampton, YA USA
Aeroacoustic Measuements of a Whg-Flap Configuration
Meadows, Kristine RNASA Langley Research Center, USA; Brooks, Thomas F., NASA Langley Research Center, USA,;
Humphreys, William M., NASA Langley Research Center, USA; Hunter, William H., NASA Langley Research Center, USA,;
Gerhold,Carl H., NASA Langley Researc@entey USA; May 14, 1997; 22p; In English; 3rd; Aeroacoustics, 12-14 May 1997,
Atlanta,GA, USA; Sponsored by National Oceanic and Atmospheric Administration, USA
ReportNo.(s): NASA-TM-112848; NAS 1.15:12848; AIAA Paper 97-1595; No Copyrightydil: CASI; A03, Hardcopy; A01,
Microfiche

Aeroacoustigneasurementae being conducte to investigag the mechanisma d sourd generatia in high-lift wing configura-
tions, and initial results are presented. The model is approximately 6 percent of a full scale configuration, and consists of a main
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elementNACA 63(sWb 2) - 215 wing sctin and a D percen chod half-span flap. How speed wp to Madch 0.17 ae estel & Re-
ynolds number up to approximately 1.7 million. Resak presented for a main element at a 16 degree angle of attack, and flap
deflectionangles d 29 and 39 cegreesThe measuremersystens cevelopé for this teg include wo directiond arrays wsel to local-
ize and characterie the roise urcesand an aray of unsteagt surface gressue ransduces wsal to characterie wave rumbe spec-
traand correlat with acoustt measurement$ourd soure localization maps $how that locally dominan noise urcesxist on the
flap-sideedge The gectradistribution of the mise urces dong the flap-sick alge hows a @creas in frequeny of the locally
dominantoise uree with increasig dstane dwnstrean o the flap leadiry edge.Specta ae presentd which show generaspec-
tral characteristis d Strouhd dependenflow-surfa@ interactimn noise However the gppearane d multiple troadbad tond fea-
turesat high frequenyg indicates the pesene d aeroacoust phenomenn following dfferent scaling characteristicsThe saling
of the high frequeng aeroacoust phenomeno is fourd to be dfferent for the wo flap deflection angles ested Unsteagt surface
pressureneasuremestin the vicinity of the flap edge srow high coherene levek betwee adjacentsensos a the flap-sice elge
ard on the flap edge Wppe surface in a egian which correspond dosely to wherethe flap-sice edge vortex begirs © ill over to
theflap uppe surface The frequeng range where the® Hgh levek o coherene accur on the flap aurface ae mnsistenwith the
frequency rangein which dominant feature gppear i far field ecoustt ectra. Tl wnsisteng of strongly correlatel unsteady
surfa@ pessure and far field pressue fluctuatiors siggess$ the importane d regiors an the flap edge in generatiig sound.
Author

Acoustic Measwment; Aepacoustics; Wig Flaps; Aeodynamic Noise; Body-W§ and &il Configurations

19970023001INASA Langley Research Centétampton, YA USA
The Effects of Linear Microphone Array Changes on Computed Sound ExposarLevel Footprints
Mueller, Arnold W,, NASA Langley Research Cente&tSA; Wison, Mark R., Lockheed Martin Corp., USA; 1997; 18p; In £ng
lish; Noise and \bration Conference anxposition, 20-22 May 1997 raverse CityMI, USA; Sponsored by Society of Auto
motive Engineers, Inc., USA
ReportNo.(s): NASA-TM-112836; NAS 1.15:12836; Rept-97NV142; NGopyright; Avail: CASI; A03, Hardcopy; A01, Mi
crofiche

Airport land planningcommissions often are faced with determining how much area around an airffedtesdy the sound
exposure levels (SELS) associated with helicopter operations. This paper presents a study of the effects changing the size an
compositionof a microphone array has on the computed SEL contour (ground footprint) areas used by such commissions. Descent
flight acoustic data measured by a fifteen microphone array were reprocessed fofefieatdibmbinations of microphones with
in this array This resulted in data for six éfent arrays for which SEL contours were computed.fifteen microphone array
wasdefined as the 'baseline’ array since it contained the greatest amount of data. The computations used a newly developed tech
nigue,the Acoustic Re-propagatioredhnique (AR), which uses parts of the NASA noise prediction program GRET. After
theareas of the SEL contours were calculated tHerdifices between the areas were determined. The derartits for the six
arraysare presented thahow a five and a three microphone array (with spacing typical of that required ByXIFAR Part
36 noise certification procedure) compare well with the fifteen microphone &dtajata were obtained from a database resulting
from a joint project conducted by NASA and U.S. Army researchers at Langley and Ames Research Centers. A brief description
of the joint project test design, microphone array set-up, and data reduction methodology associated with the database are dis
cussed.
Author
Airport Planning; Micophones; Noise Rdiction (Aicraft); Acoustic Popagation; Linear Arrays; Acoustic Bperties; Aicraft
Noise;Helicopters; Footprints
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SOCIAL SCIENCES

Includes social sciences (general);, administration and management; documentation and information science, economics and cost
analysis, law, political science, and space policy, and urban technology and transportation.

19970023152RAND Corp, Santa Monica, CA USA
Acquisition Lessons of the Stealth Fighter
Aug. 1996; 2p; In English
Report No.(s): AD-A322540; No CopyrightyAil: CASI; A01, Hardcopy; A01, Microfiche
Theamgument is frequently made that special access or 'black’ programs accommodatefinient a&fid efective ways to
buy weapon systems than do conventional acquisition programs. If so, perhaps some of the characteristics of these covert pro
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gramscould be transferred to the more conventional procurement programs to enhancédieeicyefThat hypothesis is what
ProjectAIR FORCE researchers wanted to test by examining tHE7Fsfiealth Fighter acquisition program. They concluded that,
althoughit was unlikely that the special set of circumstances surrounding thé prdcurement could be fully replicated for many
otherprograms, two elements of B-A program management not only could be but also should be applied more broadly: greater
delegatiorof authority to the program fade and requiring only a very few performance requirements by contract.

DTIC

Jet Aircraft; Procurement; Wapon Systems
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19970022823Nippon Bunri Univ, Japan
Bulletin of Nippon Bunri University, Volume 21
Bulletin of Nippon Bunri University; Oct. 1993; ISSN 0287-3036; 76p; In Japadse announced as 19970022824 through
19970022825No Copyright; Avail: Issuing Activity (Nippon Bunri UnivJapan), Hardcopicrofiche
Topicscoverd include Initiation and propagatia of surface aacks in 2017-T4 arcraft structurd aluminum dloy, and
parametrided of goodnes d fit of Laplace dstribution.
CASI
Aircraft Structues; Aluminum Alloys; Crack Bpagation; Crack Initiation; Surface Cracks; Mamracks
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